
DRAWING PREPARED IN ACCORDANCE WITH ASME Y14.100.

MARK IN ACCORDANCE WITH MIL-STD-130 USING ONE OF THE FOLLOWING PROCEDURES:
  A. RUBBER STAMP USING EPOXY INK A-A-56032-1-(BLK OR WHT AS APPLICABLE) IN ACCORDANCE
       WITH CID-A-A-56032.
  B. DECALCOMANIA COVERED WITH A CLEAR LACQUER.

APPLY PRIMER, ITEM 49, AND THREAD LOCKING COMPOUND, ITEM 50, TO HARDWARE THREADS.

DIMENSIONS IN BRACKETS "[]" ARE IN MILLIMETERS.

A INCORPORATE BCN -7 05/08/18 J. WILEY

B INCORPORATE BCN -8 06/04/03 J. WILEY

E INCORPORATE BCN -11 08/01/02 J. WILEY

THIS COMPONENT DRAWING DOES NOT DETAIL ALL FORM, FIT OR FUNCTION DETAIL.  IT HAS 
BEEN SIMPLIFIED TO ONLY DEPICT INFORMATION REQUIRED TO MODIFY THE ACTUAL COMPONENT 
FOR SIMULATOR USE AND CAN NOT BE USED TO MANUFACTURE THE ORIGINAL COMPONENT.

12.

ASSEMBLY IS TO BE MANUFACTURED IN ACCORDANCE WITH ENGINEERING SPECIFICATION 
NUMBERS 174161, 174162, 174163, AND 174164, CAGE CODE 57039, WHERE APPLICABLE.

11.

SPECIFICATION NUMBER 174160, CAGE CODE 57039, WHERE APPLICABLE.
10.

F INCORPORATE BCN -12 11/02/08 J.WILEY

DISTRIBUTION D:  DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE 
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS ONLY DUE TO CRITICAL 

MENT SHALL BE REFERRED TO U.S. ARMY PEO STRI: SFAE-STRI-PS-E-V. 

WARNING:  THIS DOCUMENT CONTAINS TECHNICAL DATA WHOSE EXPORT IS 

ET. SEQ.) OR THE EXPORT ADMINISTRATION ACT OF 1979, AS AMENDED, TITLE 
50, U.S.C., APP 2401 ET. SEQ. 

OF THIS DOCUMENT.
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1.

2

3
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6.

7.

5 INSTALL USING HARDWARE SUPPLIED WITH DESK, ITEM 20.

8 LOCATE APPROXIMATELY AS SHOWN.

9 PLACE WASHER, ITEM 46, BETWEEN CPU, ITEM 28, AND NON-PIVOTING 
SLIDE, ITEM 40.  REAR MOUNT ON CPU SHOULD RECEIVE TWO WASHERS.

REMOVED.

-10 174536-10
17-256/1
17-256/1
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