
SFAE-STRI-TRADE-DT

6. REQUIRING OFFICE

SOW PARA 3.1

5. CONTRACT REFERENCE

DI-MGMT-80227

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

See Block 16

2. TITLE OF THE DATA ITEM

A001

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER MGMT
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

N/A

8. APP CODE

LT

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

MNTHLY

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
21-OCT-2016

H. DATEG. PREPARED BY
Windler, Christopher

Block 2: Contractors Progress, Status and Management Report

1. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS ONLY DUE TO
ADMINISTRATIVE DATA AS OF 21 OCT 2016. OTHER REQUESTS FOR THIS
DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

2. BLOCK 12: SHALL BE DUE 15 WORKING DAYS AFTER THE END OF THE
CONTRACTORS FIRST FULL ACCOUNTING MONTH FOLLOWING AWARD.

3. BLOCK 13: SHALL BE DUE 15 WORKING DAYS AFTER THE END OF THE
CONTRACTOR'S ACCOUNTING MONTH THROUGH THE LIFE OF THE CONTRACT.

4. BLOCK 14: SHALL BE DELIVERED VIA ELECTRONIC MAIL IN MICROSOFT
WORD 2010 FORMAT.

5. THE GOVERNMENT WILL HAVE 10 WORKING DAYS TO ACCEPT/REJECT EACH
SUBMISSION. THE CONTRACTOR SHALL HAVE 10 WORKING DAYS TO RESPOND
TO THE GOVERNMENTS COMMENTS AND MAY ELECT TO INCORPORATE THE
CHANGES IN THE NEXT CDRL SUBMITTAL.

6. CONTRACTOR SHALL USE THE LT2 TEMPLATE.

7. THE SUBMISSION SHALL ADDRESS ALL ACTIVE SITES.

8. SCHEDULE METRICS SHALL INCLUDE, AT A MINIMUM, FOR EACH SITE
BEING INSTRUMENTED:
- COMPLETION OF MATERIAL ORDERING
- MATERIALS RECEIVED
- START OF IN-HOUSE ASSEMBLY
- START OF ON-SITE INTEGRATION
- COMPLETION OF INSTALLATION
- TEST READINESS REVIEW
- START OF GOVERNMENT ACCEPTANCE TEST
- NEW EQUIPMENT TRAINING
- COMPLETION OF TRANSITION PERIOD
- COMPLETION OF DOCUMENTATION
- DO PERIOD OF PERFORMANCE

16. REMARKS

1ACC-ORL-OPA

1SFAE-STRI-TRADE-

200 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



SFAE-STRI-TRADE-DT

6. REQUIRING OFFICE

SOW PARA 3.1.5

5. CONTRACT REFERENCE

DI-MGMT-81651

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

Contract Invoicing and Payment Report

2. TITLE OF THE DATA ITEM

A002

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER MGMT
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

N/A

8. APP CODE

LT

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

MNTHLY

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
21-OCT-2016

H. DATEG. PREPARED BY
Windler, Christopher

1. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS ONLY DUE TO
ADMINISTRATIVE DATA AS OF 21 OCT 2016. OTHER REQUESTS FOR THIS
DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

2. BLOCK 12: SHALL BE DUE THE 60 WORKING DAYS AFTER CONTRACT AWARD.

3. BLOCK 13: SHALL BE DELIEVERED MONTHLY STARTING 25 DAYS AFTER
THE INITIAL SUBMISSION FOR THE LIFE OF THE CONTRACT.

4. BLOCK 14: SHALL BE DELIVERED VIA ELECTRONIC MAIL IN MICROSOFT
WORD 2010 FORMAT.

5. THE GOVERNMENT SHALL HAVE 10 WORKING DAYS FOR REVIEW AND
ACCEPTANCE OR REJECTION OF THE SUBMISSION.

6. THE CONTRACTOR SHALL HAVE 5 WORKING DAYS TO INCORPORATE
GOVERNMENT COMMENTS.

7. CONTRACTOR FORMAT IS ACCEPTABLE; THOUGH ALL ELEMENTS OF THE
DID CONTENT MUST BE ADDRESSED.

16. REMARKS

1ACC-ORL-OPA

1SFAE-STRI-TRADE-

200 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



SFAE-STRI-TRADE-DT

6. REQUIRING OFFICE

SOW PARA 3.1.1

5. CONTRACT REFERENCE

DI-MGMT-81861A

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

Integrated Program Management Report (IPMR)

2. TITLE OF THE DATA ITEM

A003

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER MGMT
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

N/A

8. APP CODE

LT

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

1TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
21-OCT-2016

H. DATEG. PREPARED BY
Windler, Christopher

1. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS ONLY DUE TO
PROPRIETARY INFORMATION AS OF 21 OCT 2016. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE

2. BLOCK 12: SHALL BE DUE 25 WORKING DAYS AFTER CONTRACT AWARD.

3. BLOCK 13: REVISIONS AS REQUIRED THROUGH THE LIFE OF THE
CONTRACT. (UPDATE AS NECESSARY AFTER MAJOR BCRs AND ECPs).

4. BLOCK 14: SHALL BE DELIVERED VIA ELECTRONIC MAIL IN MICROSOFT
OFFICE 2010 FORMAT.

5. THE GOVERNMENT SHALL HAVE 25 WORKING DAYS FOR REVIEW AND
ACCEPTANCE OR REJECTION OF THE SUBMISSION.

6. THE CONTRACTOR SHALL HAVE 10 WORKING DAYS TO INCORPORATE
GOVERNMENT COMMENTS.

7. CONTRACTOR FORMAT IS ACCEPTABLE UPON GOVERNMENT APPROVAL.

8. TAILOR DI-MGMT-81861 AS FOLLOWS: USE FORMAT 6.

16. REMARKS

1ACC-ORL-OPA

1SFAE-STRI-TRADE-

200 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



ANNEX TO EXHIBIT B 

TYPE

TDP OPTION SELECTION WORKSHEET

SYSTEM: DATE PREPARED: 2  201
A. CONTRACT NO. B. EXHIBIT / ATTACHMENT NO.

ANNEX TO EXHIBIT B
C. CLIN. D. CDRL DATA

ITEM NO(s)
B001

1. TDP LIFECYCLE LEVEL (CHOOSE ONLY ONE PER WORKSHEET)  Note: The level selected must coincide with the requirements of
the elements selected in Block 5

A.  CONCEPTUAL LEVEL
DEVELOPMENTAL LEVEL
PRODUCTION LEVEL

B. REMARKS: SEE APPENDIX A

2. DELIVERABLE DATA PRODUCTS (X ALL THAT APPLY AND COMPLETE AS APPLICABLE)

FORMAT

A. 2D DRAWINGS NATIVE CAD      ISO PDF       HARD COPY
OTHER FORMAT (SPECIFY)__SEE APPENDIX A__________

B. 3D MODELS:
3D Digital MODELS ONLY
3D Digital MODELS W/
ASSOCIATED 2D
DRAWINGS

NATIVE CAD  (Specify level of annotation) __ SEE APPENDIX A ________
MODEL ORGANIZATION SCHEMA (specify Appendix B or other) ________
NEUTRAL FORMAT (Specify, e.g., ISO 10303  APxx) ___ SEE APPENDIX A __

OTHER FORMAT (SPECIFY, E.G., 3D PDF, JT) __ SEE APPENDIX A ________

C. METADATA
(Specify in Section 9)

ASCII TEXT – PIPE DELIMITED ISO 10303 (SPECIFY, e.g., APxxx & DEX)_____

JEDMICS (DLF) OTHER FORMAT SEE APPENDIX A

D. ASSOCIATED
LIST (See Sect 7)

NATIVE FORMAT ISO 32000 PDF HARD COPY
OTHER FORMAT (SPECIFY) _____________________________

E.     SUPPLEMENTAL
TECHNICAL DATA

  (Specify in Section 9)

NATIVE ________________________________________________
NEUTRAL (SPECIFY e.g., STEP AP238, 240, DEX, Other ________
OTHER (SPECIFY e.g., PDF) _______________________________

3. CAGE CODE & DOCUMENT
NUMBERS

A.  CONTRACTOR CAGE & DOCUMENT NUMBERS
GOVERNMENT CAGE (COMPLETE 3B, 3C, and 3D)

B. USE CAGE CODE:
57039

C.  USE DOCUMENT NUMBERS: D.  TO BE ASSIGNED BY:
PEO-STRI

4. DRAWING FORMATS (X ONE AND COMPLETE AS APPLICABLE)

CONTRACTOR FORMAT                              GOVERNMENT FORMAT
REMARKS: ______________________________________________________________

5. TDP ELEMENTS AND ASSOCIATED DATA REQUIRED (X ALL THAT APPLY)
CONCEPTUAL DESIGN DRAWINGS / MODELS
DEVELOPMENTAL DESIGN DRAWINGS / MODELS AND ASSOCIATED LISTS
PRODUCT DRAWINGS / MODELS AND ASSOCIATED LIST
SPECIAL INSPECTION EQUIPMENT (SIE) DRAWINGS, MODELS AND ASSOCIATED LISTS
SPECIAL TOOLING (ST) DRAWING, MODELS AND ASSOCIATED LISTS
SPECIAL PACKAGING INSTRUCTIONS (SPI) DRAWINGS, MODELS AND ASSOCIATED LISTS
SPECIFICATIONS AND OR STANDARDS (SPECIFY)  _ SEE INDIVIDUAL DD1423s __________________________________
SOFTWARE DOCUMENTATION (SPECIFY)  _SEE INDIVIDUAL DD1423s___________________________________________
QUALITY ASSURANCE PROVISIONS (QAP) (SPECIFY)  ________________________________________________________
METADATA (SPECIFY)  __ SEE APPENDIX A _____________________________________________________________
SUPPLEMENTARY TECHNICAL DATA (SPECIFY)  



REQUIRED __INDENTURED DATA LIST - COMPLETE

REQUIRED (Specify Level of Assy) ______________________________

F. OTHER REQUIRED (Specify) _________________________________________

ASME Y14.24 TYPES AND APPLICATIONS 
OF ENGINEERING DRAWINGS

ASME Y14.34 ASSOCIATED LIST
ASME Y14.35M REVISION OF ENGINEERING
DRAWINGS AND ASSOCIATED LIST
ASME Y14.41 DIGITAL PRODUCT DEFINITION
DATA PRACTICES
ASME Y14.5 DIMENSIONING AND TOLERANCING

9. OTHER TAILORING (ATTACH ADDITIONAL SHEETS AS NECESSARY)

7. ASSOCIATED LISTS (X AND COMPLETE AS APPLICABLE)

6. TDP DATA MANAGEMENT PRODUCTS

SOURCE CONTROL DRAWING (SOCD) APPROVAL REQUEST
DRAWING NUMBER ASSIGNMENT REPORT
PROPOSED CRITICAL MANUFACTURING PROCESS DESCRIPTION

A. PARTS LISTS (X ONE) (1)  INTEGRAL (2) SEPARATE (3) CONTRACTOR SELECT

B. DATA LIST

C. INDEX LIST

D. WIRING LIST REQUIRED __SEE APPENDIX A___________

E. APPLICATION LIST (1) INTEGRAL (2) SEPARATE (3) CONTRACTOR SELECT

8. APPLICABILITY OF STANDARDS.  THE FOLLOWING STANDARDS APPLY (X AS APPLICABLE)

ASME Y14.100
ENGINEERING
DRAWING
PRACTICES

WITH APPENDICES

B C D E

OTHER STANDARDS
APPLY AS DESCRIBED:

COMPANY STANDARDS
PERMITTED

YES NO

The criteria for verifying compliance for each piece part and higher assembly shall be 
documented as either a note on a drawing, a separate procurement control drawing, or as 
part of section 4 of a specification.  Reference to company unique standards is not allowed.

SEE APPENDIX B FOR OTHER TAILORING

Fiber Diagram Drawing and Diagram based Drawing Tree are required for each fielded location



APPENDIX A 
 
This Appendix provides supplemental information for the TDP Option Selection 
Worksheet. 
 
Block 1.A.:  All drawings shall be in the English language. 
 
Block 2.A and 2.B.:  Two dimensional (2D) drawings shall be derived from three 
dimensional (3D) solid models using a Computer-Aided Design (CAD) system.  Existing 
drawings that are compatible with requirements defined herein, or those that define 
Commercial-Off-The-Shelf items, may be electronically scanned and released without 
modification.  The 2D drawing representations for arrangement drawings and 
installation sequence drawings may be electronically scanned and released into the IDE 
as Portable Document Format (PDF) files. 
 
Block 2.B.:  Electronic on-line access to digital data generated or retained by the current 
design activity data is required.  The term “current design activity” is defined as “The 
design activity currently responsible for the design of an item.  This may be the original 
design activity or a design activity to which the design responsibility has been 
transferred.”  
 
Two and three dimensional product data including models, drawings, schematics, 
illustrations and Computer Aided Design (CAD), Computer Aided Manufacturing (CAM), 
and computer Aided Engineering (CAE) product data shall be delivered in each of the 
following three formats:  
 
The native 3-D CAD format (as determined by the prime contractor) 
 

And also 
 
A data definition format for neutral file exchange in accordance with Standard for the 
Exchange of Product Model Data (STEP), ISO 10303. 
 

And also 
 
Editable Portable Document Format (PDF) files. 
 
Two dimensional drawings, illustrations and schematics shall be delivered in 
accordance with STEP AP 201 (Explicit Draughting) or AP 202 (associative 
Draughting). 
 
All two dimensional drawings, illustrations and schematics shall be delivered with 
complete and accurate indexing data.  Indexing data are identifiers and attributes that 
allow the receiver of the images to associate each with complete documents, and to 
associate documents with one another and with the correct material item. 
  



Access to the Prime Contractor developed Contractor Integrated Technical Information 
Service (CITIS); i.e., the Integrated Development Environment (IDE), shall be utilized for 
the capture and retention of digital data.  Solid models and drawings shall be released 
to and retained in digital format in an IDE.  Electronic drawing files, whether created by 
the prime contractor, a subcontractor, or a vendor, shall be entered into the IDE 
database in conjunction with the initial preparation.   
 
Solid models and drawings shall be released to and retained in digital format in IDE.  
Electronic drawing files, whether created by the prime contractor, a subcontractor, or a 
vendor, shall be entered into the IDE database in conjunction with the initial preparation. 
Existing drawings that are compatible with requirements defined herein, or those that 
define Commercial-Off-The-Shelf items, may be electronically scanned and released 
without modification.  The 2D drawing representations for arrangement drawings and 
installation sequence drawings may be electronically scanned and released into IDE as 
Portable Document Format (PDF) files. 
 
Block 4:  Drawing format templates residing in the Prime Contractors CAD database 
shall be used for creating 2D drawings. Autodesk AutoCAD drawing templates shall be 
accessed via the IDE database and electronic copies shall be made available to 
subcontractors and vendors upon request.   
 
Block 4 – Remarks:  Types of drawings shall be IAW ASME Y14.24-2012 (including 
Appendix A of ASME Y14.24-2012) and Appendix B paragraph B9.1 of ASME Y14.100-
2013.  COTS items shall be delivered as Source Control or Vendor Item Control 
drawings.  Vendor Item Control Drawings shall provide two or more sources.  If two or 
more sources cannot be identified, then the vendor specific data sheets shall be 
attached as part of the Vendor Item Control Drawing.  The vendor specific data sheets 
shall provide sufficient engineering definition for acceptance of interchangeable items 
within specified limits. (See ASME Y14.24-2012, paragraph 8.2.3) 
 
Block 7.A.:  Parts lists may be integral or separate.  ASME Y14.34-2008, Section 5, 
shall be used for the preparation of parts lists. 
 
Block 6.B:  Data stored in IDE shall be utilized to create an indented data list for each 
simulator type and serialized top level end item.  See Appendix B, paragraph 6.  
 
Block 7.D: Wiring lists shall be provided when assemblies require interconnection.  
ASME Y14.24-2008, paragraph 9, shall be used to establish the requirements for the 
preparation of wiring lists. 
 
Block 7.E:  Complete application data shall be displayed on individual drawings.  
Drawings shall have an application block listing the drawing number of the next higher 
assembly in the “Next Assembly” column and the nomenclature or equivalent designator 
of the assembled unit(s), which the drawing applies in the “used on” column.  When a 
part or assembly has multiple uses at the next level, the application block on the 



drawing may specify “multiple usage” or a comparable statement with a table to depict 
each use.  
 
Block 8:  ASME Y14.5-2009 shall apply.  ASME Y14.100-2013, Appendix E, paragraph 
E6 and E7 shall apply to markings on drawings.  For multiple sheet drawings, all sheets 
shall have the same revision level.  The design activity shall select the types of 
drawings to be prepared using the following sections of ASME Y14.24-2012.  As a 
minimum, these types of drawings shall be prepared based on contractor’s standard 
drawing practices. 
 
ASME Y14.24-2012 Section/Title: 
 
5 Detail Drawings (fully assembled product representation) 
6 Assembly Drawings (sequence or end item representation 
7 Installation Drawings (assembly sequence representation) 
8 Modifying Drawings   
9 Arrangement Drawings (top level end item Product drawings) 
10 Control Drawings 
11 Interface Drawing 
13 Mechanical Schematic Diagrams  
14 Electrical/Electronic Diagrams 
15 Special Application Drawings 
  



Appendix B 

Digital Data Description Requirement 

1.  Digital Data Delivery (Sample): You shall submit four (4) representative samples of 
each digital data format to be submitted as early as possible.  These samples will be 
used for verification of procedures and processing into a life cycle data repository.  Each 
supplier shall also submit the required representative samples.  The representative 
samples shall include data in the appropriate digital formats (native, neutral, and legacy 
data where applicable).  The representative samples shall identify the computer system 
(including operating system with its version), computer software application used to 
archive the data and version used, respectively, of the system originating the data on 
the media label.  The supplier shall also submit a digital sample of the Metadata 
Spreadsheet representative of the sample files delivered in the format described in 
paragraph 5 of this Appendix.  See Table 1 for acceptable media. 
 
Sample files shall be accompanied by a technical point of contact (POC) (name, phone 
number, FAX number, and e-mail address if available) stated in an ASCII text file, 
preferably on a DVD-ROM for sample data only.  This will enable any problem which 
may be evident in the sample delivery to be resolved in a timely manner prior to final 
digital data delivery. 
 
Sample files shall have one sheet per filename unless the sample data represents word 
processing files. 
 
2.  Digital Data Delivery (Final): Digital data shall be delivered, in accordance with the 
continuation sheet to the DD Form 1423 and as follows: 
 
a.  On digital drawing formats the sheet layout, border, title block, revision block, other 
contractually imposed format conditions, and other conventions of engineering drawing 
format including definition and use of explicit scaling factors shall be integral to the 
digital data file.  Filenames for all digital data shall include the appropriate file 
extensions where practical or appropriate and shall be included in the metadata 
spreadsheet filename column.  Engineering drawings shall be drawn using a CAD 
system and shall conform to the DD Form 1423. 
 
b.  All pertinent entities that comprise the final digital file should be viewable upon 
opening of the digital data files.  If they cannot be viewable without the user being 
required to change layers or levels, then file layer or level conventions shall be identified 
for all data residing in the digital data file.  The user should not have to search for layers 
which should be turned on or off in order to view the final drawing’s entities.   
 
c.  File layer or level conventions which are used, shall be identified for all data residing 
in the digital data file. 
 



d.  Revisions made to the digital data base shall accurately and precisely represent the 
change in dimensions to the geometry of the object or assembly to ensure the 
shareability of the represented data. 
 
e.  Raster images, such as TIF, GIF, JPEG, and Bitmap shall not be imported or pasted 
into a CAD generated vector drawing format. 
 
f.  Files shall be stored in separate subdirectories by product definition data type (such 
as native document, neutral document, native drawings, etc) to enhance processing.  
 
g.  Delivery Media Requirements: Media requirements (physical and file copy format) of 
the following types are listed in order of preference for delivery of digital data.  In order 
to take advantage of the latest in digital media technology, other media not listed shall 
be approved by the requiring office identified in block 6 of the DD Form 1423.  See 
Table 1 for acceptable media and other pertinent information: 
 
 

TABLE 1 
ACCEPTABLE MEDIA FOR DELIVERABLES (Sample & Final) 

 
Type Acceptabl

e Format 
Max 
Length 

Max Size Density Requirement
s** 
 

DVD-ROM DVD-R or 
DVD+R 

 4.7 
Gigabyte 

  

 Internet 
connection 

ftp       20 MB or 
smaller per 
data set. 

Internet 
connection 

WEB 
accessable 

    

*.  Paper labels shall not be used on DVD-ROMs 
**   Files delivered must be uncompressed unless also delivered with decompression 
software. 
 
NOTES: 
1.  “ISO 9660” is the preferred option.  Files and directories recorded to DVD based on 
the ISO 9660 standard must meet the following (8+3) requirements: A file name may not 
contain more than eight alphanumeric characters and the underscore symbol “_”.  A file 
name extension may not contain more than three alphanumeric characters.  A directory 
name may not contain more than eight alphanumeric characters and the underscore 
symbol “_”.  The DVDs shall be recorded using mode one, level one, and single session 
media. 
 
2.  “Joliet” is an alternate acceptable format option.  Joliet formatting allows for filename 
length greater than the (8+3) format.  The maximum filename length shall not exceed 
24, including periods or other special characters.  [Joliet also records the associated 



MSDOS-standard name (8+3 characters) for each file so that the DVD may be read on 
MSDOS systems, Windows, or earlier versions of Windows.]  The DVDs shall be 
recorded using mode one, single session media. 
 
i.  Physical media shall be labeled with the following information:   
 
         (1) Prime Contractor Name/CAGE 
 
         (2) Contract number 
 
         (3) System 
 
         (4) The physical media (DVD, disk, etc.) shall be numbered sequentially (i.e., 
"Disk 2 of 3"), regardless of the type of media.  
 
         (5) Range of document numbers included on the disk. 
 
         (6) For DVD’s, list the archiving method used to create the DVD (ISO 9660/Joliet). 
 
         (7) The appropriate Distribution Statement and Export Control Notice shall be 
listed in accordance with the DD Form 1423. 
 
j.  README.TXT File: On each supplied DVD, the contractor shall supply a 
README.TXT file in ASCII text format.  This file shall include: 
 
         (1) The name and version of the software utilized in creation of the native files 
included in the delivery. 
 
         (2) The type and number of files included in the delivery.  For example, a 
statement similar to the following might be used: 
  
 Total Number of Files Delivered: 1200 
 Number of Native AutoCAD Files: 400 
 Number of STEP Files: 400 
 
(The STEP files delivered are representative neutral files of the native AutoCAD files.) 
 
         (3) The name, phone number, and e-mail address of the contractor's technical 
data point of contact (a person familiar with processes used to create and archive data.) 
 
         (4) The operating system and version, and the command (i.e., UNIX tar) and 
command switches used to archive the delivered data. 
 
         (5) Explanation, as necessary, of field headings/data titles used in the metadata 
spreadsheet. 
 



         (6) Any other information pertinent to the data delivery and the usage of the 
software packages including the document, drawing, design, and associated files shall 
be stated.  This includes special instructions for the proper setup of the CAD software 
package to import the native files. 
 
         (7) Each disk or DVD must be scanned for virus. 
 
3.  Legacy Data: 
 
a.  Drawings/Documents which were developed in a non-electronic format (i.e., manual 
drafting board or scanned) and have not been previously delivered to the government, 
shall be delivered in digital form in an industry standard format, such as TIFF (CCITT) 
Group 3 or 4, or using MIL-STD-1840C or later format.    
 
NOTE:  Some raster image viewers do not always recognize the correct polarity of a 
black and white TIFF image.  Because of this fact, in order for the government to 
receive the correct polarity files, some sample legacy files should be saved (by the 
contractor) both negative and positive polarity before delivery to the government in 
order to compare file sizes.  The smaller file size (for black and white TIFF images) for 
each test file saved indicates a white background with black data information, which is 
the correct positive polarity needed by the government. 
 
b.  Electrical/Electronic Product Related Drawings produced on stable based drawing 
media (such as undimensioned, master pattern, etc) shall be digitized into a Gerber file 
format (RS-274 or Extended Gerber RS-274X) for purposes identified in the Machine 
Control Data section (paragraph 6d, Machine Control Data). The RS-274X format, if 
used, shall be in compliance with the current version of the 'Gerber RS-274X Format 
User's Guide' (Part # 414-100-014 Rev D or later revision) by Gerber Systems Corp and 
shall not contain data that would restrict its usage as a neutral file for laser 
photoplotters. 
 
c.  The resulting files shall be quality checked for compliance with the design 
requirements specified in the product definition data, which includes the stable based 
drawings. This will ensure that the integrity of the design is maintained after the 
digitization process.  (If the capability to digitize does not exist, the undimensioned and 
master pattern drawings shall be delivered on stable based media ( Mylar® per IPC-D-
275). 
 
d.  The Gerber images shall contain the following note (at a location where it will not 
interfere with the artwork layer images): 
 
“THIS GERBER IMAGE WAS PRODUCED BY DIGITIZING AN IMAGE FROM STABLE 
BASED MEDIA.”  
 



e.  Stable based drawings of non-performance related information such as decals/labels 
may be exempt from the Gerber format requirement and an acceptable substitute (i.e., 
TIFF) may be used. 
 
4.  Product Definition Data:  Product Definition Data is grouped in five basic 
categories.  Definitions and delivery formats are as follows:  
 
NOTE:  To enhance manageability, transportability, and usability, applicable native and 
neutral design model files shall be efficiently grouped and encapsulated at each 
appropriate item level.  The encapsulated model files shall include design data such as 
schematics, 3-D models, parts libraries, link files, configuration files, attribute files, and 
other associated files required to regenerate the complete design in any CAD 
environment that has the native or other suitable design software package.  Also, the 
above requirement applies to machine control data (such as Gerber, drilling, etc) and 
software data files.  MS-Windows based PKZIP (version 10.0 or subsequent to handle 
long filenames) or UNIX’s TAR command is the preferred encapsulation method.  If a 
preferred method is not used, an alternate method must be approved by the contracting 
officer before data delivery. 
 
a.  Word Processor Documents: Documents created on a word processor can be 
delivered and interpreted on the majority of word processing systems including those 
widely used in the DoD, such as Microsoft Word® (preferable), and Open Office Write.  
Software other than these require prior approval by the contracting officer.  Test 
Methods and Procedures, Associated Lists, Acceptance Testing Criteria, Configuration 
Item Specs, and Engineering Analysis results are examples of these documents.  
Illustrations and graphics shall not be delivered inside of a word processing, desktop 
publishing, or spreadsheet formatted document unless a single copy of the program(s) 
used to produce the embedded objects is (are) provided to the government as a part of 
the cost of providing a particular digital data package.  Figures containing images such 
as a simple flow chart depicting a test set layout are acceptable, however 
illustrations/graphics shall be referenced within the document for traceability and shall 
be delivered along with the documents.   Documents delivered shall have the page size 
set to be the standard 8-1/2 by 11 inch or equivalent “A” drawing size.  NOTE:  
Government CAGE code deliverables shall be delivered in Microsoft Word®.  
Word processing documents shall have one filename to cover all sheets for each 
document number submitted. 
 
     Delivery Format: Native Document - MS-Word® or Open Office Write 
                                                                         AND 
                 Neutral Format –Portable Document Format (PDF) 
 
b.  Engineering Drawings (VECTOR): Drawings shall be delivered that are made from 
presentations describing a particular physical/logical entity or process using 2-
dimensional geometry and textual information for both electrical/electronic and 
mechanical items.  These drawings may also be created from view plane projections of 
a 3-D model, but parametric-based systems may be used to facilitate semi-automatic 



creation of engineering drawings from the 3-D database.   The requirements set forth in 
paragraph 4c, Mechanical Engineering Models, sub-paragraphs (1) through (3) of the 
Geometry Creation Requirements for 3-D Models shall apply.  Drawings delivered that 
are cage code 57039 shall not contain any grouped text attributes and all entities shall 
be present on layer zero.   
NOTE:  Government CAGE code deliverables shall be delivered in native CAD, 
neutral format, and PDF format.   
 
Delivery Format: Native CAD - any format native to the contractor’s CAD system is 
acceptable, e.g. Catia®, or AutoCAD®, Inventor® (preferred), or Intergraph®, or 
Cadkey®, or Solidworks, or Pro/ENGINEER®, or SDRC I-DEAS®, or Mentor Graphics® 
and others. 

AND 
Neutral - Product Data Exchange using STEP (PDES)/STandard for the Exchange of 
Product model data per ISO 10303 Application Protocols (APs) 201 through 210 and 
232. 

AND 
Editable Portable Document Format (PDF) files 
 
AutoCAD Systems and non-AutoCAD Systems Requirements: 
 
(1) Do not mix paper and model space entities within the same drawing file. 
 
(2) Special fonts used in the creation of drawings that are not part of the normal CAD 
system basic package and that are not proprietary or copyrighted shall be delivered with 
the digital data delivery.  This is to enable the correct native CAD system viewing and a 
more complete translation of the original format and details of all delivered drawings. 
 
(3) Digital drawings that are delivered shall have one drawing sheet per filename.  This 
means that only one sheet number shall be placed on a drawing per filename.  This also 
means that a CAD file shall not have multiple layers containing different sheets of the 
same document (or drawing) number.  Word processing documents of engineering 
drawings delivered in raster graphics formats shall have each page saved as a unique 
filename. 
 
(4) Digital drawings from CAD systems that create sub-directories as part of their 
normal file creation process shall be delivered as a single file using the UNIX ‘tar’ format 
in order to preserve the original directory structure.  A zip utility may be used for PC-
based systems as long as options are employed to ensure integrity of the directory 
structure. 
 
(5) Plot files created from other CAD systems shall use the same settings as the native 
files.  Drawings created on a CAD system larger or smaller than a ratio of 1:1 when 
compared to standard drawing sizes  (such as C size at 17” x 22”), shall be scaled to 
the standard drawing sizes (when measured across its length and width) whenever plot 
files are to be produced for delivery to the government.  



 
(6) J-sized drawings (34" x 55"-176") shall have multiple plot files made with a minimum 
of a 10" inch overlap by choosing appropriate window option settings using E size 
dimensions (34" x 44"). The multiple plot files shall be listed with multiple frame 
numbers in the spreadsheet data in a separate column. Any other size drawings larger 
than E size (for example, K size, 40" x 55"-143") must have multiple E size plots created 
similarly to a J size drawing. 
 
Three dimensional drawings, illustrations, and schematics, not intended for CAD 
applications, shall be delivered in digital 3-D vector format in accordance with the 
Extensible 3D (X3D) as defined in ISO/IEC 19775-1:2008, Extensible 3D (X3D) 
 
c.  Mechanical Engineering Models: Geometric representation of a physical detailed 
part, assembly, loft surface, or system in 3-dimensions created using CAD tools.  
Engineering models are used as a basis for Numerical Control (NC) Machining, 
Engineering Analysis, etc.  Digital models that do contain the engineering drawings 
associated with the models in the same file, due to the characteristics of the CAD 
system being used, shall not have the model information visible when the drawing is 
viewed or printed.   See Geometry Creation Requirements for 3D Models below: 
 
Delivery Format: Native CAD - any format native to the contractor’s CAD system is 
acceptable, e.g. Catia®, or AutoCAD®, Inventor® (preferred), or Intergraph®,   or 
Cadkey®, or Solidworks, or Pro/ENGINEER®, or SDRC I-DEAS®, and others 

AND 
Neutral – PDES/STEP per  ISO 10303, Application Protocols (APs) 201 through 210 
and 232. 

AND 
Portable Document Format (PDF) files 
 
d.  Machine Control Data: Instruction statements to drive numerically controlled 
machine tools such as tube benders, milling machines, drilling machines, parts/devices 
insertion machines, photoplotters, lathes, etc.  These files shall be post processed into 
machine specific instructions and represented using standards as follows (See 
paragraph 7 for detailed requirements for Printed Board Artwork Master and Drill Data 
Files.): 
 
Delivery Format: Native Machine Language - Cincinnati Milicron®, or Teledyne Pines®, 
or Eaton Leonard®, Excellon®, or others. 

AND 
Neutral- Binary Cutter Locator (BCL), or Automatic Programmed Tool (APT), or 
Excellon®, or Gerber® (Standard RS-274-D or Extended RS-274X)  
 
e.  Electrical/Electronic Design Models and Associated Files: This requirement includes 
product data files for electrical/electronic items, assemblies, and systems.  These data 
files shall include source files (schematics and other design entry methodologies), 
compiled files, object files, design models (such as those used in logical circuit design, 



design simulation, and physical parts design), netlists (logical circuit and physical item 
designs), component placement and connectivity (conductor routing), physical layouts, 
programmable logic devices (PLDs) programming data, simulation files, test files, 
geometries (such as printed board description), and other product  data files. (Note: 
See above paragraphs 4.a and b. for separate document and drawing requirements for 
the product definition data and paragraph 4 Note for the fileset encapsulation 
requirement.) 
 
Delivery Format: Native files - Native CAD e.g., Cadence®, Mentor Graphics®, Racal-
Redac®, Intergraph®, ABEL®,  CUPL®, VERIBEST®, Viewlogic®, or others. 

AND 
Neutral - e.g., Electronic Design Interchange Format (EDIF), IPC-D-35x Series (D350, 
D356, etc.), VHDL (VHSIC Hardware Description Language) (IEEE Std 1 076), GDS II® 
Stream, Berkeley’s OPEN-PLA® (Programmable Logic Array), JEDEC Standard (EIA 
JESD3), State Diagrams, Berkeley’s SPICE®, STEP (STandard for the Exchange of 
Product model data) (ISO 10303), etc 
 
5.  Metadata Spreadsheet:  A spreadsheet table structure that covers only the data to 
be delivered is required for each delivery.  The Metadata Spreadsheet shall be 
delivered in Microsoft Excel digital format.  If the Metadata Spreadsheet cannot be 
delivered using Microsoft Excel, the following may be substituted upon approval from 
the requesting office, identified in block 6 of the DD Form 1423: Native format or ASCII.  
NOTE:  The header information from this spreadsheet is used along with the delivered 
digital data files to load data into the Digital Data Repository. 
 
     Content:  The Metadata Spreadsheet shall contain a listing of all engineering 
documentation contained in the shipment.  
 
     Structure:  Each row in the spreadsheet shall represent a distinct sheet number, 
unless covered by the exceptions below.  All fields are left justified, except Sheet 
Number, Number of Sheets, Frame Number of a document number, Number of Frames, 
Revision Letter and Accompanying Document Revision (see definitions below).  The 
data field titles shall be included at the top of the spreadsheet on row 1only of the 
delivered spreadsheet.   PIN and PIN revision fields shall be filled for all design model 
and engineering data files that do not include borders and drawing blocks.  For 
spreadsheets delivered that exceed one thousand rows, the spreadsheet shall be 
divided into separate spreadsheet files on the delivered media.  This division of 
spreadsheets should not cause the referenced documents listing or the indentured 
levels set listing that applies to a certain document number to be divided into separate 
spreadsheets. 
 
     Exception 1: For word processing documents, enter one row for each submission of 
the native document number delivered.  The filename, document number, and all other 
applicable columns shall be filled. 
 



     Exception 2: For design model and engineering data files that do not include borders 
and drawing blocks, the sheet number is not applicable. 
 
The fields in the spreadsheet table structure shall be entered in sequence as follows: 
 
   DATA FIELD         FIXED FIELD LENGTH   
 Filename (including extension & special characters) 24 characters  
 Document Title      40 characters 
  Prime Contractor      32 characters 
  CAGE        05 characters 
  Drawing Sheet Size      01 character 
  Sheet Number      04 characters  
  Number of sheets      04 characters 
  Distribution Code      01 character 
  System Model      15 characters 
  Revision letter      02 characters 
  Basic/Revision Date (DD-MMM-YYYY)   11 characters 
 SW_Name       20 characters 
 SW_Vendor Name      32 characters 
 SW_Version       10 characters 
 SW_Operating System     30 characters 
 SW_Operating System Version    10 characters 
 File_Type       20 characters 
  File_Format (with applicable version)   32 characters 
  Data rights       01 character 
 Document Number      32 characters 
  Frame Number      04 characters 
  Number of Frames      04 characters 
  Control Activity      02 characters 
  Accompanying Document Kind    02 characters  
  Accompanying Document Number   32 characters 
  Accompanying Document Revision   02 characters 
 Security Level      01 character 
 Media Number      02 characters 
  
For Model and engineering data files that do not include drawing borders and drawing 
blocks, the Metadata Spreadsheet shall adhere to the following requirements.  The 
document number and part or identifying number (PIN) shall be listed for use in indexing 
and traceability.  These numbers shall reflect the closest document and P/N that is 
associated with or linked to the model or engineering data file. 
 
     Use all of the above spreadsheet data fields except for the following fields: 
 
  Sheet Number 
  Number of Sheets 
  Frame Number 



  Number of Frames 
  Accompanying Document Kind 
  Accompanying Document Number 
  Accompanying Document Revision 
   
 -and add the following spreadsheet data fields: 
 
  DATA FIELD      FIXED FIELD LENGTH 
 
  Part or Identifying Number (PIN)    32 characters 
  PIN Revision letter      02 characters 
 
Definitions: 
 
Filename - Specify a file naming convention that provides up to 20 character unique file 
names.  File extensions of up to 3 characters are used to discriminate file types.  If DOS 
files must be accommodated, use a file naming convention of up to only 8 characters.  
List all file types to be delivered. 
 
Document Title - Enter document title using text that is the complete descriptive name 
or title of an item or document. 
 
Prime Contractor - Enter the name of the Prime Contractor.   
 
CAGE - Enter the CAGE Code currently assigned to the Prime Contractor). 
 
Drawing Sheet Size - Enter the character that identifies the drawing size of the 
document identified in this record. 
 
Sheet Number - The individual sheet number of a multiple page document or drawing.  
Enter the number of the sheet (right justified with leading zeros) associated with the 
document number identified in this record.  If the total number of sheets exceeds 9999, 
contact the requiring office identified in block 6 of the DD Form 1423 for which calls out 
this requirement. 
 
Number of Sheets - A number that identifies the total count of sheets or pages in a 
document.  Enter the total number of sheets contained in the document identified in this 
record.  If the total number of sheets exceeds 9999, contact the requiring office 
identified in block 6 of the DD Form 1423, which calls out this requirement. 
 
Distribution Code - Enter the distribution statement code letter (A, B, C, D, E, F, or X) of 
the document identified in this record.  This code letter in the spreadsheet corresponds 
with the same code letter used in the distribution statement paragraph that appears on 
the drawing (for each sheet number).  
 



System Model Number - Enter if this file is unique to a system model.  For example, 
enter CCTT 71-02, AH-64 CMS 01-137, 01-144, etc., if the file applies to one of these 
systems.  Leave blank if the file does not apply to a single designated system. 
 
Revision Letter - The revision level assigned to a document or a specific sheet of a 
released document.  Enter revision letter(s) applicable to the document number and 
specifically as applicable to each sheet number.  A one-character entry will be alpha, 
right justified, with blank padding.  For initial issue documents, the entry shall be blank.   
 
Basic/Revision Date - The date when the document was approved for initial (original) 
release, or the date the revision of a document was approved.  The latest date of the 
document (either the date of the basic approval or the date of the revision, whichever is 
later) shall be used.  (EXAMPLE 26 MAR 2014) 
 
SW Name - Enter the name of the native software CAD program used to generate the 
vector file. 
 
SW_Vendor_Name – Enter the vendor of the native CAD software program. 
 
SW_Version – Enter the version number and/or letters of the native software CAD 
program used to generate the file. 
 
SW_Operating System - Enter the computer operating system for the CAD software. 
 
SW_Operating System Version - Enter the version of the computer operating system for 
the CAD software. 
 
File Type - Enter the appropriate file type, i.e., vector, ASCII text, raster, firmware, 
Gerber, etc. 
 
File Format - Enter the specific file format with version, i.e., RS-274X, DXF r14, EDIF 
400 Schematic, Intel Hex-32, etc. 
 
Data Rights- Enter the code which identifies the rights status of the information on the 
document or contained in the file identified by this record.  All contractor, subcontractor, 
vendor, and supplier data shall have the rights status entered in this data field.  The 
rights status codes are as follows: 
 
 a.  "U" signifies that the Government has unlimited rights to use the document or 
file so coded. 
 

b.  "L" signifies that the Government has only limited rights to use the document 
or file so coded or has obtained Government Purpose License Rights (GPLR) to the 
data. 
 



Document Number - An alphanumeric identifier located within the drawing number block 
that is unique and is the primary reference for a document.  Enter the document number 
(drawing, list, specification, etc.) identified in this record, followed by blanks.  If the 
number is an associated document and is prefixed with alphas i.e. PL, DL, identifying 
the document as a specific type of associated document, the prefix shall stay intact as 
part of the document number and not stripped off.  The same practice shall apply to any 
suffixes to the document identifying number by the originating organization.  For models 
and engineering data files that do not include drawing borders and drawing blocks, the 
document number shall be listed for use in indexing and traceability.  This number shall 
reflect the closest document that is associated with or linked to the model or data file.  
 
Frame Number - Enter the number of the frame, right justified with leading zeros.  Entry 
will be 0001 for all files, with the following exception: 
 
Number of Frames - Enter the total number of frames required for this sheet (right 
justified with leading zeros).  Entry will be 0001 for all files, with the exception of the 
scenario discussed in frame number, above.  For this exception: 
 
Control Activity - Enter the applicable code, as follows: 
 
 LOGISTICS ACTIVITY            CODE 
 
 PEO STRI    PT 
 
Accompanying Document Kind - When an accompanying document is delivered, enter 
the appropriate code from the following table.  This is a required entry if a value is 
contained in the Accompanying Document Number column. 
 
 Code  Document 
 AD  Addendum 
 AM  Amendment 
 AN  Annex 
 AP  Appendix 
 AR  Article 
 AT  Attachment 
 EX  Exhibit 
 NT  Notice (safety, engineering, ECPs, ECOs, etc.) 
 SP  Specification (slash sheet or other similar types of associated 
specifications) 
 SU  Supplement 
 VR  Version 
 1N  Revision Notice 
 
Accompanying Document Number - When an accompanying document identified is 
delivered, as shown in the Accompanying Document Kind table above, enter the 



accompanying document number, followed by blanks. This is a required entry if a value 
is contained in the Accompanying Document Kind column. 
 
Accompanying Document Revision - When an accompanying document identified is 
delivered, as shown in the Accompanying Document Kind table above, enter the 
accompanying document revision letter (alpha).  Right justified, with blank padding. 
 
Security Level - Enter the code that identifies the classification of the digital data 
according to the following: 
 
           Code  Classification 
 N  Unclassified 
 C  Confidential 
 S  Secret 

T  Top Secret 
 
Media Number – Enter the consecutively numbered figure that matches the label 
number for each media type delivered.      
 
Part or Identifying Number (PIN) – For models and engineering data files that do not 
include drawing borders and drawing blocks, an alphanumeric control number assigned 
to identify a specific item.  The PIN is an identifier assigned by the responsible design 
activity or by the controlling nationally recognized standard, which uniquely identifies 
(relative to that design activity) a specific item.  The PIN generally includes the 
controlling drawing or document number and optional suffix.  The PIN identifier shall 
meet the same structure requirements as those for the drawing number.  The PIN does 
not include the drawing revision identifier, drawing size, or CAGE Code.  If the file is not 
directly part of or an integral part of a PIN, then this number shall reflect the closest part 
or item that is associated with or linked to the model or data file.  PINs are assigned to 
product data files (such as those for printed circuit board artwork and programmable 
logic devices (PLDs)), materials, parts, assemblies, equipment, accessories, and 
computer software. 
 
PIN Revision Letter – The revision level assigned to a PIN.  Enter revision letter(s) 
applicable to the PIN.  A one-character entry will be alpha, right justified, with blank 
padding.  For initial issue PINs, the entry shall be blank.   
 
6.  Indentured Data List (IDL): A spreadsheet table structure (separate from the 
metadata spreadsheet) representing the indentured level of the digital data delivery is 
required for each delivery.  The IDL shall be delivered in Microsoft Excel format.  If the 
IDL cannot be delivered using Microsoft Excel, native format or ASCII may be 
substituted upon obtaining approval from the requesting office identified in block 6 of the 
DD Form 1423. 
 
     Content:  The IDL shall contain a listing of all engineering documentation related to 
the contract end item as developed, produced, and/or modified for this contract.  The 



IDL shall include all reference documents, which are not part of the delivery, at the 
appropriate levels.  The IDL shall include indenture levels that apply to the delivered 
document numbers. 
 
     Structure:  All fields are left justified, except Revision Letter.  The data field titles 
shall be included at the top of the spreadsheet on row one (1) only of the delivered 
spreadsheet. 
 
     The fields in the spreadsheet table structure shall be entered in sequence as follows: 
 
               DATA FIELD    FIXED FIELD LENGTH 
 

Indenture Level   02 characters 
 Document Number   32 characters 

Document Title   40 characters 
Revision Letter   02 characters 
Contract Number   24 characters 

 
Definitions:  
 
Indenture Level - Enter the indenture level applicable.  The indenture level shall indicate 
the relationship of a document/drawing to the next, and shall be indicated by a two digit 
number.  Begin with "00" for the system/top assembly drawing/document, increase by 1 
("01", "02", etc.) for each lower tier.  Go down each "leg" of the tier until there is no 
lower drawing/document in that "leg".  Go backwards up that same "leg", until finding a 
tier containing a second or subsequent unlisted drawing/document.  Begin down this 
new "leg" until there is no lower drawing/document.  Repeat this process until all 
drawings/documents have been listed.  Examples follow. 
 
 
00  System/Top Assembly Drawing 
01  Documentation and first subassembly drawing applicable to or referenced on 00 
drawing 
02  Documentation and first subassembly drawing applicable to or referenced on 01 
drawing immediately above 
03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
02  Next subassembly drawing applicable to or referenced on 01 drawing above 
03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
03  Next subassembly drawing applicable to or referenced on last 02 drawing above 
03  Next subassembly drawing applicable to or referenced on last 02 drawing above 
04  Documentation and first subassembly drawing applicable to or referenced on 03 
drawing immediately above 
02  Next subassembly drawing applicable to or referenced on last 01 drawing above 



03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
03  Next subassembly drawing applicable to or referenced on last 02 drawing above 
01  Next subassembly drawing applicable to or referenced on 00 drawing above 
02  Documentation and first subassembly drawing applicable to or referenced on 01 
drawing immediately above 
03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
 
Visual Example of Above. 
 
00 System/Top Assembly Drawing - (A) 
01 First Subassembly in A - (B) 
02 First Subassembly in B - ( C) 
03 First Subassembly in C - (D) 
02 Second Subassembly in B - (E) 
03 First Subassembly in E - (F) 
03 Second Subassembly in E - (G) 
04 First Subassembly in G - (H) 
02 Third Subassembly in B - (I) 
03 First Subassembly in I - (J) 
03 Second Subassembly in I - (K) 
01 Second Subassembly in A - (L) 
02 First Subassembly in L - (M) 
03 First Subassembly in M - (N) 

 
Document Number - An alphanumeric identifier that is unique and is the primary 
reference for a document.  Enter the document number (drawing, list, specification, etc.) 
identified in this record, followed by blanks.  
Items listed in parentheses on documents are for reference only and shall not be 
recorded on the IDL.  Drawing preparation documents and technical manuals shall not 
be included in the IDL.  
 
Document Title - Enter document title.  Use text that is the complete descriptive name or 
title of an item or document. 
 
Revision Letter - The revision level assigned to a document or a specific sheet to a 
released document.  Enter revision letter(s) applicable to the document number.  A one-
character entry will be alpha, right justified, with blank padding.  For initial issue 
documents, the entry shall be blank.   
 
7.   Printed Board Artwork Master and Drill NC Data: Reference the paragraph 4d 
(Machine Control Data) for the product definition data type and paragraph 4 note for the 
fileset encapsulation requirement.  View-only images of the master artwork shall be for 
use as reference data (see paragraph 4d).  Printed Board Artwork Master per ASME 
Y14.24-2012 and IPC-D-275 shall be in Gerber format (Standard RS-274-D or 
Extended Gerber RS-274X).  The RS-274X format, if used, shall be in compliance with 
the current or subsequent later revision of the 'Gerber RS-274X Format User's Guide' 
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(Part # 414-100-014 Rev D or later) by Gerber Systems Corp and shall not contain data 
that would restrict its usage as a neutral file for laser photoplotters.   The content, 
format, and configuration control requirements for the printed board fileset shall be as 
follows: 
 
a.  A printed board fileset document shall be developed for each board fileset (see 
paragraph “g” below) to provide configuration control, content, and format information.  
This document shall be referenced on the master board drawing (ASME Y14.24-2012).  
As an alternative to this document, the printed board fileset information may be provided 
as an integral part of the printed board master drawing. 
 
b.  A unique printed board fileset part or identifying number (PIN), preferably the dash 
number or prefix of the above printed board fileset document or printed board master 
drawing, shall be assigned for each printed board fileset and referenced with revision on 
the printed board fileset document or master drawing.  One board fileset shall be 
submitted for each printed board. 
 
NOTE:  The PIN shall be in compliance with its definition and requirements stated in 
paragraph 5. 
 
c.  The printed board fileset document shall meet the format and content requirements 
of ASME Y14.24-2012 and related contract drawing requirements and shall include the 
following information: 
 
         (1) Board fileset PIN 
 
         (2) Board fileset PIN Revision 
 
         (3) Board Part Number 
 
         (4) Master Drawing Document Number 
 
         (5) The purpose of the Board fileset 
 
         (6) Used on data (System(s)) 
 
         (7) Name of each file in the Board fileset 
 
         (8) Description of each file in the Board fileset (such as for silk screen, component 
layer, solder mask, etc.) 
 
         (9) Artwork image revision letter of each image produced by the image file 
 
         (10) Revision letter of each file, if any 
 
         (11) Date and time each file was last changed 



 
         (12) Size of each file in uncompressed form 
 
         (13) Polarity of each image (positive or negative) 
 
         (14) Instructions for composite layers, if any 
 
         (15) Gerber file format information: 
 

(a) Gerber type (RS-274-D or Extended RS-274X) 
 

(b) Data units of measurement (inches, millimeters, etc.) 
 

(c) Dimension word type (coordinate/absolute or incremental) 
 

(d) Number of integer and decimal digits 
 

(e) Zero suppression (leading, trailing, or none) 
 

(f) Zero offset dimensions 
 
         (16) Native and/or neutral drill file format information: 
 

(a) Drill file character set (such as EIA, ASCII, and EBCDIC) 
 

(b) Native type with version (such as Excellon, Sieb & Meyer 3000, Trudrill, etc.) 
 

(c) Neutral type with revision (such as Plain ASCII Text, ACL (ANSI/EIA 494), etc.) 
 

(d) Data unit of measurement (inches, millimeters, etc.) 
 

(e) Mode type (absolute or incremental) 
 

(f) Unit scale factor 
 

(g) Zero suppression type (leading, trailing, or none) 
 

(h) Number of integer and decimal digits 
 

(i) Drill rotation angle 
 

(j) Drill x-y offset dimensions 
 
         (17) Identify the CAD system hardware platform, operating system with version, 
vendor of the printed circuit board (PCB) design software, and name of the PCB design 
software (with version) used to produce the Gerber and drill files. 
 
         (18) Identification of the target photoplotter model, manufacturer, type (laser, 
vector, etc.), and controller model, including any required special controller software 
configuration or processing packages, for the Gerber data, as applicable. 
 



        (19) Identification of the target NC drill machine and controller software with 
version for the native drill file. 
 
        (20) Special instruction, if any. 
 
d.  Delivery media containing board data files for more than one PCB shall contain a 
separate directory for each board or establish a file naming convention that would 
unambiguously distinguish the different board filesets. 
 
e.  Delivery media with compressed files shall also contain decompression software. 
              
f.  Delivery media shall be free of limited rights or shall be accompanied by 
documentation giving the Air Force unrestricted use of all files and software contained 
on the delivery media, as applicable. 
 
g.  Board fileset shall include the following files as a minimum: 
                  
         (1) Aperture D-code table file(s) (see paragraph “h” below for details) (for 
Standard RS-274-D files) 
 
         (2) Gerber Artwork image files (see paragraphs “i” and “j” for details) 
 
         (3) Native and/or neutral drill data files (see paragraph “k” for details) 
 
h.  Aperture D-code table file shall (for Standard RS-274-D files):      
               
         (1) Record the date and time that the aperture file was last changed. 
   
         (2) Revision letter of aperture file 
 
         (3) Identify board part number  
 
         (4) State CAGE code 
 
         (5) Correlate aperture position numbers with D-code numbers 
 
         (6) Define D-code/aperture shapes using only standard shapes (which are 
standard circle, square, and rectangle).   If custom shapes such as thermals, octagons, 
etc are used, they shall be defined with dimensioned illustrations to capture their true 
shapes and sizes.   Also, the custom D-code macro file shall be provided. 
 
         (7) Column headings shall identify horizontal (width) and vertical (height) 
dimensions which correspond to “X” and “Y” coordinates, respectively, for proper 
orientation of shapes. 
 
         (8) State units of measurement (mils, millimeters, etc.) 



 
i.  The Gerber files shall be properly aligned and include the following Artwork images: 
 
         (1) Circuit layers 
 
         (2) Board outline 
 
         (3) Silk screen of component reference designations 
 
         (4) Silk screen of component’s outlines as they appear on the PCB 
 
         (5) Solder masks (Top and Bottom of board) 
 
         (6) Plated and unplated drill holes.   
 
         (7) Others, as applicable 
 
j.  Each of the above Gerber Artwork image files (paragraph “i”) shall include the 
following information as a minimum: 
 
         (1) Date and time the Artwork image was last changed 
 
         (2) Board part number 
 
         (3) Revision letter of Artwork image 
 
         (4) CAGE Code 
 
         (5) Layer order number and/or image name 
 
         (6) Vertical and horizontal register marks with x-y coordinate dimensions and 
tolerances 
 
k.  The drill data fileset shall contain the following information: 
 
         (1) Date and time the drill file(s) were last changed 
   
         (2) Board part number 
 
         (3) File revision 
   
         (4) CAGE Code 
 
         (5) File type (Excellon, Plain ASCII Text, etc.) 
 
         (6) Drill tool sizes 



 
         (7) Holes x-y coordinates 
 
         (8) Drill tool (bit) used at each x-y location 
 
         (9) Identify plated and unplated holes, if not identified on the master drawing     
 
8.  Software and Firmware Data: See the Electronic Design Data section (Paragraph 
6e) for the delivery of programmable devices (such as PALs, PROMs, etc.) design and 
programming files.  Software and firmware data reference shall be delivered as follows: 
 
a.  Software and Firmware data: Drawings defining software, such as instructions or 
data that will be or are intended to be resident in a memory device or other type of 
media, which becomes part of the end-item, shall be prepared as either a Software 
Installation Drawing or Altered Item Drawing to be determined by whether the software 
is one-time programmable or multi-programmable. 
 
b.  Memory device categories: For the purpose of this requirement, memory devices are 
categorized as being either one-time programmable or multi-programmable. 
 
         (1) One-time programmable memory devices shall be documented using the 
requirements of the Altered Item Drawing. 
 
         (2) Multi-programmable memory devised shall be documented using the 
requirements of the Software Installation Drawing. 
 
c. Software installation drawing: A software installation drawing identifies the 
characteristics of the software, instructions for programming into the memory device, its 
master media and physical location.  Software programs shall be identified by reference 
to PINs within the drawing form rather than identification by truth tables.  This drawing 
type does not establish item identification. 
 
d.  Application:  A software installation drawing is prepared when it is necessary to 
define the characteristics of the software, instructions for programming into a memory 
device, its master media and physical location. 
 
e.  Software installation drawing requirement. The drawing shall identify: 
 
         (1) Identification of the item to be programmed by referencing the original vendor’s 
part number or by providing complete description of the item or by vendor item control 
drawing or source control drawing if a nationally recognized standard or Standardized 
Microcircuit Drawing (SMD) is not available.  A SMD is a control drawing, and shall 
disclose the applicable configuration, envelope dimensions, mounting and mating 
dimensions, interface dimensional characteristics, specific performance requirements, 
nuclear effects, and inspection and acceptance test requirements for microcircuits in a 
military application per MIL-HDBK-780.  



  
         (2) PIN of the software, PIN revision letter, software version and other 
characteristics such as operating system and version, programming language used, 
source file identification and version, object file identification and version. 
 
         (3) Physical location of the master software or data: Name and address reference 
will be made or CAGE Code of the repository having custody of the master software 
programs or data required to program items. 
 
         (4) Detailed instructions needed to load software into an item. 
 
         (5) Acceptance requirements in the form of a test procedure or checksum. 
 
f.  Assemblies containing multi-programmable devices.  Software or data that is 
programmed into a device at a higher level of assembly shall be documented using the 
software installation drawing requirements.  The device shall not be re-identified due to 
programming or loading. 
 
g.  Altered item drawing (one-time programmable devices and multi-programmable 
devices used as one time programmable).   Drawings describing the programmable 
requirements of a one-time programmable devise shall be prepared as Altered Item 
Drawings.  This type drawing shall be prepared only for those devices that are 
permanently altered prior to installation into a higher level of assembly. 
 
h.  Altered item drawing (one-time programmable devices and media) requirements.  
The requirements for Altered Item Drawings shall be in accordance with the 
requirements herein and the following: 
 
         (1) Identification of the item to be programmed by providing complete description 
of the item or by vendor item control drawing or source control drawing if a nationally 
recognized standard or SMD is not available. 
 
         (2) PIN of the software, PIN revision letter, software version and other 
characteristics such as operating system and version, programming language used, 
source file identification and version, object file identification and version. 
 
         (3) Physical location of the master software or data: Name and address reference 
will be made or CAGE Code of the repository having custody of the master software 
programs or data required to programs or data required to program items. 
 
         (4) Detailed instructions needed to load software into an item. 
 
         (5) Acceptance requirements in the form of a test procedure or checksum. 
 
         (6) Altered item identification marking requirements. 
 



NOTE 1: The PIN shall be in compliance with its definition and requirements stated in 
paragraph 5. 
 
NOTE 2: Reference the paragraph 4 note for the fileset encapsulation requirement. 
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3. SUBTITLE

RMF DOCUMENTATIONScientific and Technical Reports

2. TITLE OF THE DATA ITEM

B008

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER MISC
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

N/A

8. APP CODE

LT

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

2TIME

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
21-OCT-2016

H. DATEG. PREPARED BY
Windler, Christopher

1. RMF DOCUMENTATION SHALL BE DEVELOPED IN ACCORDANCE WITH THE
LT2 SECURITY PLAN TEMPLATE FOR BOTH THE CACTF AND ASH BASELINES.

2. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS ONLY DUE TO
ADMINISTRATIVE DATA AS OF 21 OCT 2016. OTHER REQUESTS FOR THIS
DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

3. BLOCK 12: SHALL BE SUBMITTED 40 WORKING DAYS PRIOR TO CT&E.

4. THE GOVERNMENT SHALL HAVE 20 WORKING DAYS FOR REVIEW AND
ACCEPTANCE OR REJECTION OF EACH SUBMISSION.

5. THE CONTRACTOR SHALL HAVE 20 WORKING DAYS TO INCORPORATE
GOVERNMENT COMMENTS.

6. CONTRACTOR FORMAT IS NOT ACCEPTABLE. FORMAT SHALL BE IN
ACCORDANCE WITH THE LT2 SECURITY PLAN TEMPLATE.

16. REMARKS

1ACC-ORL-OPA

1SFAE-STRI-TRADE-

200 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.1

5. CONTRACT REFERENCE

DI-SESS-81758A

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

SEE BLOCK 16LOGISTICS PRODUCT DATA

2. TITLE OF THE DATA ITEM

C00A

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER SESS
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

1TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

1. BLOCK 3: THIS CDRL WILL INCLUDE:

  -LSA-004 MAINTENANCE ALLOCATION CHART
  -LSA-151 PROVISIONING PARTS LIST (PPL)
  -LSA-037 INITAIL SPARES/REPAIR PAERTS LIST (ISL)
  -LSA-074 TOOL AND TEST EQUIPMENT (TTE)
  -LSA-080 BILL OF MATERIALS

THE FOLLOWING REPORTS ARE REQUIRED TO BE DELIVERED IN MICROSOFT
EXCEL FORMAT COMPATIABLE WITH THE VERSION USED AT PEO STRI.

  -MASS CREATE PROCESS LIST (MANP)
  -LOGISTICS PRODUCT DATA STORE LIST (LPDS)
  -MATERIEL COMPONENT LIST (MCL)

2. BLOCK 8: GOVERNMENT APPROVAL WILL BE REQUIRED PRIOR SIGNING DD250.

3. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

4. BLOCK 10: A  SUBMISSION SHALL BE DELIVERED WITH EACH SYSTEM
DELIVERY AND OR CONTINIOUS TECCNOLOGY REFERSH. EACH DELIVERY
MUST BE TAILORED TO MACTH THE ACTUAL SYSEM CONFIGURATION.

5. BLOCK 12: INITIAL DRAFT SHALL BE DUE 90 DAYS PRIOR TO THE
PHYSICAL CONFIGURATION AUDIT (PCA) AND IN ACCORDANCE WITH THE
APPROVED IMS. THE GOVERNMENT WILL HAVE 30 DAYS TO ACCEPT/REJECT
AND PROVIDE COMMENTS. THE CONTRACTOR SHALL HAVE 15 DAYS TO
INCORPORATE GOVERNMENT COMMENTS AND RESUBMIT.

6. BLOCK 13: FINAL DELIVERY SHALL BE DUE 90 DAYS PRIOR TO FIELDING.

7. BLOCK 13: THE CONTRACTOR IS REQUIRED TO SUBMIT REVISED
DOCUMENTATION, AS NEEDED, TO SUPPORT CHANGES IN CURRENT SYSTEM
CONFIGURATION THROUGHTOUT THE LIFE OF THE CONTRACT.

8. BLOCK 14: CONTRACTOR FORMAT IS NOT ACCEPTABLE.  LINE 3: CONTENT
SHALL BE DELIVERED TO THE LT2 DATA WAREHOUSE PER LT2 OPERATIONAL
GUIDELINES AND THE LT2 STYLE GUIDE. THE CONTRACTOR SHALL USE THE
LT2 OPERATIONAL GUIDELINES TO DEMONSTRATE THAT PDF CONTENT
ARTIFACTS CAN BE SUCCESSFULLY GENERATED IN ACCORDANCE WITH THE
LT2 STYLE GUIDE AND REQUIREMENTS OF THIS CDRL. CONTRACTOR SHALL
DELIVER FILES IN MS EXCEL FORMAT AND ACCOMPANYING DOCUMENTS IN
MS OFFICE IN ACCORANCE WITH APPENDIX A AND SAMPLE FORMATS
PROVIDED BY THE GOVERNMENT.  LPD SHALL CONSIST OF THE ENTIRE
POWERLOG DATABASE.

9. DI-SESS-81758A IS TAILORED AS FOLLOWS:
- SEE LOGISTICS PRODUCT DATA AND SUMMARIES ANNEX A AND
GEIA-STD-0007 (LATEST VERSION).
- PARAGRAPH D DOES NOT APPLY AS NO ENGINEERING DATA FOR
PROVISIONING IS REQUIRED - APPENDIX D OF GEIA-STD-0007 DOES NOT APPLY.
- WARRANTY AND END-OF-LIFE (EOL) DATA SHALL BE INCORPORATED IN
THE MATERIAL COMPONENT LIST (MCL) SPECIFIED IN APPENDIX A.
- AN "AS-BUILT"/"AS-FIELDED" CONFIGURATION MANAGEMENT BASELINE
(CMB) SHALL BE PROVIDED AS SPECIFIED IN APPENDIX A.

16. REMARKS

101LT2 DATA WAREHOU

101ACC-ORL-OPA

101SFAE-TRADE-DT

303 15. TOTALSee continuation sheet...

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 2 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



ANNEX TO EXHIBIT B 

TYPE

TDP OPTION SELECTION WORKSHEET

SYSTEM: DATE PREPARED: 2  201
A. CONTRACT NO. B. EXHIBIT / ATTACHMENT NO.

ANNEX TO EXHIBIT B
C. CLIN. D. CDRL DATA

ITEM NO(s)
B001

1. TDP LIFECYCLE LEVEL (CHOOSE ONLY ONE PER WORKSHEET)  Note: The level selected must coincide with the requirements of
the elements selected in Block 5

A.  CONCEPTUAL LEVEL
DEVELOPMENTAL LEVEL
PRODUCTION LEVEL

B. REMARKS: SEE APPENDIX A

2. DELIVERABLE DATA PRODUCTS (X ALL THAT APPLY AND COMPLETE AS APPLICABLE)

FORMAT

A. 2D DRAWINGS NATIVE CAD      ISO PDF       HARD COPY
OTHER FORMAT (SPECIFY)__SEE APPENDIX A__________

B. 3D MODELS:
3D Digital MODELS ONLY
3D Digital MODELS W/
ASSOCIATED 2D
DRAWINGS

NATIVE CAD  (Specify level of annotation) __ SEE APPENDIX A ________
MODEL ORGANIZATION SCHEMA (specify Appendix B or other) ________
NEUTRAL FORMAT (Specify, e.g., ISO 10303  APxx) ___ SEE APPENDIX A __

OTHER FORMAT (SPECIFY, E.G., 3D PDF, JT) __ SEE APPENDIX A ________

C. METADATA
(Specify in Section 9)

ASCII TEXT – PIPE DELIMITED ISO 10303 (SPECIFY, e.g., APxxx & DEX)_____

JEDMICS (DLF) OTHER FORMAT SEE APPENDIX A

D. ASSOCIATED
LIST (See Sect 7)

NATIVE FORMAT ISO 32000 PDF HARD COPY
OTHER FORMAT (SPECIFY) _____________________________

E.     SUPPLEMENTAL
TECHNICAL DATA

  (Specify in Section 9)

NATIVE ________________________________________________
NEUTRAL (SPECIFY e.g., STEP AP238, 240, DEX, Other ________
OTHER (SPECIFY e.g., PDF) _______________________________

3. CAGE CODE & DOCUMENT
NUMBERS

A.  CONTRACTOR CAGE & DOCUMENT NUMBERS
GOVERNMENT CAGE (COMPLETE 3B, 3C, and 3D)

B. USE CAGE CODE:
57039

C.  USE DOCUMENT NUMBERS: D.  TO BE ASSIGNED BY:
PEO-STRI

4. DRAWING FORMATS (X ONE AND COMPLETE AS APPLICABLE)

CONTRACTOR FORMAT                              GOVERNMENT FORMAT
REMARKS: ______________________________________________________________

5. TDP ELEMENTS AND ASSOCIATED DATA REQUIRED (X ALL THAT APPLY)
CONCEPTUAL DESIGN DRAWINGS / MODELS
DEVELOPMENTAL DESIGN DRAWINGS / MODELS AND ASSOCIATED LISTS
PRODUCT DRAWINGS / MODELS AND ASSOCIATED LIST
SPECIAL INSPECTION EQUIPMENT (SIE) DRAWINGS, MODELS AND ASSOCIATED LISTS
SPECIAL TOOLING (ST) DRAWING, MODELS AND ASSOCIATED LISTS
SPECIAL PACKAGING INSTRUCTIONS (SPI) DRAWINGS, MODELS AND ASSOCIATED LISTS
SPECIFICATIONS AND OR STANDARDS (SPECIFY)  _ SEE INDIVIDUAL DD1423s __________________________________
SOFTWARE DOCUMENTATION (SPECIFY)  _SEE INDIVIDUAL DD1423s___________________________________________
QUALITY ASSURANCE PROVISIONS (QAP) (SPECIFY)  ________________________________________________________
METADATA (SPECIFY)  __ SEE APPENDIX A _____________________________________________________________
SUPPLEMENTARY TECHNICAL DATA (SPECIFY)  



REQUIRED __INDENTURED DATA LIST - COMPLETE

REQUIRED (Specify Level of Assy) ______________________________

F. OTHER REQUIRED (Specify) _________________________________________

ASME Y14.24 TYPES AND APPLICATIONS 
OF ENGINEERING DRAWINGS

ASME Y14.34 ASSOCIATED LIST
ASME Y14.35M REVISION OF ENGINEERING
DRAWINGS AND ASSOCIATED LIST
ASME Y14.41 DIGITAL PRODUCT DEFINITION
DATA PRACTICES
ASME Y14.5 DIMENSIONING AND TOLERANCING

9. OTHER TAILORING (ATTACH ADDITIONAL SHEETS AS NECESSARY)

7. ASSOCIATED LISTS (X AND COMPLETE AS APPLICABLE)

6. TDP DATA MANAGEMENT PRODUCTS

SOURCE CONTROL DRAWING (SOCD) APPROVAL REQUEST
DRAWING NUMBER ASSIGNMENT REPORT
PROPOSED CRITICAL MANUFACTURING PROCESS DESCRIPTION

A. PARTS LISTS (X ONE) (1)  INTEGRAL (2) SEPARATE (3) CONTRACTOR SELECT

B. DATA LIST

C. INDEX LIST

D. WIRING LIST REQUIRED __SEE APPENDIX A___________

E. APPLICATION LIST (1) INTEGRAL (2) SEPARATE (3) CONTRACTOR SELECT

8. APPLICABILITY OF STANDARDS.  THE FOLLOWING STANDARDS APPLY (X AS APPLICABLE)

ASME Y14.100
ENGINEERING
DRAWING
PRACTICES

WITH APPENDICES

B C D E

OTHER STANDARDS
APPLY AS DESCRIBED:

COMPANY STANDARDS
PERMITTED

YES NO

The criteria for verifying compliance for each piece part and higher assembly shall be 
documented as either a note on a drawing, a separate procurement control drawing, or as 
part of section 4 of a specification.  Reference to company unique standards is not allowed.

SEE APPENDIX B FOR OTHER TAILORING

Fiber Diagram Drawing and Diagram based Drawing Tree are required for each fielded location



APPENDIX A 
 
This Appendix provides supplemental information for the TDP Option Selection 
Worksheet. 
 
Block 1.A.:  All drawings shall be in the English language. 
 
Block 2.A and 2.B.:  Two dimensional (2D) drawings shall be derived from three 
dimensional (3D) solid models using a Computer-Aided Design (CAD) system.  Existing 
drawings that are compatible with requirements defined herein, or those that define 
Commercial-Off-The-Shelf items, may be electronically scanned and released without 
modification.  The 2D drawing representations for arrangement drawings and 
installation sequence drawings may be electronically scanned and released into the IDE 
as Portable Document Format (PDF) files. 
 
Block 2.B.:  Electronic on-line access to digital data generated or retained by the current 
design activity data is required.  The term “current design activity” is defined as “The 
design activity currently responsible for the design of an item.  This may be the original 
design activity or a design activity to which the design responsibility has been 
transferred.”  
 
Two and three dimensional product data including models, drawings, schematics, 
illustrations and Computer Aided Design (CAD), Computer Aided Manufacturing (CAM), 
and computer Aided Engineering (CAE) product data shall be delivered in each of the 
following three formats:  
 
The native 3-D CAD format (as determined by the prime contractor) 
 

And also 
 
A data definition format for neutral file exchange in accordance with Standard for the 
Exchange of Product Model Data (STEP), ISO 10303. 
 

And also 
 
Editable Portable Document Format (PDF) files. 
 
Two dimensional drawings, illustrations and schematics shall be delivered in 
accordance with STEP AP 201 (Explicit Draughting) or AP 202 (associative 
Draughting). 
 
All two dimensional drawings, illustrations and schematics shall be delivered with 
complete and accurate indexing data.  Indexing data are identifiers and attributes that 
allow the receiver of the images to associate each with complete documents, and to 
associate documents with one another and with the correct material item. 
  



Access to the Prime Contractor developed Contractor Integrated Technical Information 
Service (CITIS); i.e., the Integrated Development Environment (IDE), shall be utilized for 
the capture and retention of digital data.  Solid models and drawings shall be released 
to and retained in digital format in an IDE.  Electronic drawing files, whether created by 
the prime contractor, a subcontractor, or a vendor, shall be entered into the IDE 
database in conjunction with the initial preparation.   
 
Solid models and drawings shall be released to and retained in digital format in IDE.  
Electronic drawing files, whether created by the prime contractor, a subcontractor, or a 
vendor, shall be entered into the IDE database in conjunction with the initial preparation. 
Existing drawings that are compatible with requirements defined herein, or those that 
define Commercial-Off-The-Shelf items, may be electronically scanned and released 
without modification.  The 2D drawing representations for arrangement drawings and 
installation sequence drawings may be electronically scanned and released into IDE as 
Portable Document Format (PDF) files. 
 
Block 4:  Drawing format templates residing in the Prime Contractors CAD database 
shall be used for creating 2D drawings. Autodesk AutoCAD drawing templates shall be 
accessed via the IDE database and electronic copies shall be made available to 
subcontractors and vendors upon request.   
 
Block 4 – Remarks:  Types of drawings shall be IAW ASME Y14.24-2012 (including 
Appendix A of ASME Y14.24-2012) and Appendix B paragraph B9.1 of ASME Y14.100-
2013.  COTS items shall be delivered as Source Control or Vendor Item Control 
drawings.  Vendor Item Control Drawings shall provide two or more sources.  If two or 
more sources cannot be identified, then the vendor specific data sheets shall be 
attached as part of the Vendor Item Control Drawing.  The vendor specific data sheets 
shall provide sufficient engineering definition for acceptance of interchangeable items 
within specified limits. (See ASME Y14.24-2012, paragraph 8.2.3) 
 
Block 7.A.:  Parts lists may be integral or separate.  ASME Y14.34-2008, Section 5, 
shall be used for the preparation of parts lists. 
 
Block 6.B:  Data stored in IDE shall be utilized to create an indented data list for each 
simulator type and serialized top level end item.  See Appendix B, paragraph 6.  
 
Block 7.D: Wiring lists shall be provided when assemblies require interconnection.  
ASME Y14.24-2008, paragraph 9, shall be used to establish the requirements for the 
preparation of wiring lists. 
 
Block 7.E:  Complete application data shall be displayed on individual drawings.  
Drawings shall have an application block listing the drawing number of the next higher 
assembly in the “Next Assembly” column and the nomenclature or equivalent designator 
of the assembled unit(s), which the drawing applies in the “used on” column.  When a 
part or assembly has multiple uses at the next level, the application block on the 



drawing may specify “multiple usage” or a comparable statement with a table to depict 
each use.  
 
Block 8:  ASME Y14.5-2009 shall apply.  ASME Y14.100-2013, Appendix E, paragraph 
E6 and E7 shall apply to markings on drawings.  For multiple sheet drawings, all sheets 
shall have the same revision level.  The design activity shall select the types of 
drawings to be prepared using the following sections of ASME Y14.24-2012.  As a 
minimum, these types of drawings shall be prepared based on contractor’s standard 
drawing practices. 
 
ASME Y14.24-2012 Section/Title: 
 
5 Detail Drawings (fully assembled product representation) 
6 Assembly Drawings (sequence or end item representation 
7 Installation Drawings (assembly sequence representation) 
8 Modifying Drawings   
9 Arrangement Drawings (top level end item Product drawings) 
10 Control Drawings 
11 Interface Drawing 
13 Mechanical Schematic Diagrams  
14 Electrical/Electronic Diagrams 
15 Special Application Drawings 
  



Appendix B 

Digital Data Description Requirement 

1.  Digital Data Delivery (Sample): You shall submit four (4) representative samples of 
each digital data format to be submitted as early as possible.  These samples will be 
used for verification of procedures and processing into a life cycle data repository.  Each 
supplier shall also submit the required representative samples.  The representative 
samples shall include data in the appropriate digital formats (native, neutral, and legacy 
data where applicable).  The representative samples shall identify the computer system 
(including operating system with its version), computer software application used to 
archive the data and version used, respectively, of the system originating the data on 
the media label.  The supplier shall also submit a digital sample of the Metadata 
Spreadsheet representative of the sample files delivered in the format described in 
paragraph 5 of this Appendix.  See Table 1 for acceptable media. 
 
Sample files shall be accompanied by a technical point of contact (POC) (name, phone 
number, FAX number, and e-mail address if available) stated in an ASCII text file, 
preferably on a DVD-ROM for sample data only.  This will enable any problem which 
may be evident in the sample delivery to be resolved in a timely manner prior to final 
digital data delivery. 
 
Sample files shall have one sheet per filename unless the sample data represents word 
processing files. 
 
2.  Digital Data Delivery (Final): Digital data shall be delivered, in accordance with the 
continuation sheet to the DD Form 1423 and as follows: 
 
a.  On digital drawing formats the sheet layout, border, title block, revision block, other 
contractually imposed format conditions, and other conventions of engineering drawing 
format including definition and use of explicit scaling factors shall be integral to the 
digital data file.  Filenames for all digital data shall include the appropriate file 
extensions where practical or appropriate and shall be included in the metadata 
spreadsheet filename column.  Engineering drawings shall be drawn using a CAD 
system and shall conform to the DD Form 1423. 
 
b.  All pertinent entities that comprise the final digital file should be viewable upon 
opening of the digital data files.  If they cannot be viewable without the user being 
required to change layers or levels, then file layer or level conventions shall be identified 
for all data residing in the digital data file.  The user should not have to search for layers 
which should be turned on or off in order to view the final drawing’s entities.   
 
c.  File layer or level conventions which are used, shall be identified for all data residing 
in the digital data file. 
 



d.  Revisions made to the digital data base shall accurately and precisely represent the 
change in dimensions to the geometry of the object or assembly to ensure the 
shareability of the represented data. 
 
e.  Raster images, such as TIF, GIF, JPEG, and Bitmap shall not be imported or pasted 
into a CAD generated vector drawing format. 
 
f.  Files shall be stored in separate subdirectories by product definition data type (such 
as native document, neutral document, native drawings, etc) to enhance processing.  
 
g.  Delivery Media Requirements: Media requirements (physical and file copy format) of 
the following types are listed in order of preference for delivery of digital data.  In order 
to take advantage of the latest in digital media technology, other media not listed shall 
be approved by the requiring office identified in block 6 of the DD Form 1423.  See 
Table 1 for acceptable media and other pertinent information: 
 
 

TABLE 1 
ACCEPTABLE MEDIA FOR DELIVERABLES (Sample & Final) 

 
Type Acceptabl

e Format 
Max 
Length 

Max Size Density Requirement
s** 
 

DVD-ROM DVD-R or 
DVD+R 

 4.7 
Gigabyte 

  

 Internet 
connection 

ftp       20 MB or 
smaller per 
data set. 

Internet 
connection 

WEB 
accessable 

    

*.  Paper labels shall not be used on DVD-ROMs 
**   Files delivered must be uncompressed unless also delivered with decompression 
software. 
 
NOTES: 
1.  “ISO 9660” is the preferred option.  Files and directories recorded to DVD based on 
the ISO 9660 standard must meet the following (8+3) requirements: A file name may not 
contain more than eight alphanumeric characters and the underscore symbol “_”.  A file 
name extension may not contain more than three alphanumeric characters.  A directory 
name may not contain more than eight alphanumeric characters and the underscore 
symbol “_”.  The DVDs shall be recorded using mode one, level one, and single session 
media. 
 
2.  “Joliet” is an alternate acceptable format option.  Joliet formatting allows for filename 
length greater than the (8+3) format.  The maximum filename length shall not exceed 
24, including periods or other special characters.  [Joliet also records the associated 



MSDOS-standard name (8+3 characters) for each file so that the DVD may be read on 
MSDOS systems, Windows, or earlier versions of Windows.]  The DVDs shall be 
recorded using mode one, single session media. 
 
i.  Physical media shall be labeled with the following information:   
 
         (1) Prime Contractor Name/CAGE 
 
         (2) Contract number 
 
         (3) System 
 
         (4) The physical media (DVD, disk, etc.) shall be numbered sequentially (i.e., 
"Disk 2 of 3"), regardless of the type of media.  
 
         (5) Range of document numbers included on the disk. 
 
         (6) For DVD’s, list the archiving method used to create the DVD (ISO 9660/Joliet). 
 
         (7) The appropriate Distribution Statement and Export Control Notice shall be 
listed in accordance with the DD Form 1423. 
 
j.  README.TXT File: On each supplied DVD, the contractor shall supply a 
README.TXT file in ASCII text format.  This file shall include: 
 
         (1) The name and version of the software utilized in creation of the native files 
included in the delivery. 
 
         (2) The type and number of files included in the delivery.  For example, a 
statement similar to the following might be used: 
  
 Total Number of Files Delivered: 1200 
 Number of Native AutoCAD Files: 400 
 Number of STEP Files: 400 
 
(The STEP files delivered are representative neutral files of the native AutoCAD files.) 
 
         (3) The name, phone number, and e-mail address of the contractor's technical 
data point of contact (a person familiar with processes used to create and archive data.) 
 
         (4) The operating system and version, and the command (i.e., UNIX tar) and 
command switches used to archive the delivered data. 
 
         (5) Explanation, as necessary, of field headings/data titles used in the metadata 
spreadsheet. 
 



         (6) Any other information pertinent to the data delivery and the usage of the 
software packages including the document, drawing, design, and associated files shall 
be stated.  This includes special instructions for the proper setup of the CAD software 
package to import the native files. 
 
         (7) Each disk or DVD must be scanned for virus. 
 
3.  Legacy Data: 
 
a.  Drawings/Documents which were developed in a non-electronic format (i.e., manual 
drafting board or scanned) and have not been previously delivered to the government, 
shall be delivered in digital form in an industry standard format, such as TIFF (CCITT) 
Group 3 or 4, or using MIL-STD-1840C or later format.    
 
NOTE:  Some raster image viewers do not always recognize the correct polarity of a 
black and white TIFF image.  Because of this fact, in order for the government to 
receive the correct polarity files, some sample legacy files should be saved (by the 
contractor) both negative and positive polarity before delivery to the government in 
order to compare file sizes.  The smaller file size (for black and white TIFF images) for 
each test file saved indicates a white background with black data information, which is 
the correct positive polarity needed by the government. 
 
b.  Electrical/Electronic Product Related Drawings produced on stable based drawing 
media (such as undimensioned, master pattern, etc) shall be digitized into a Gerber file 
format (RS-274 or Extended Gerber RS-274X) for purposes identified in the Machine 
Control Data section (paragraph 6d, Machine Control Data). The RS-274X format, if 
used, shall be in compliance with the current version of the 'Gerber RS-274X Format 
User's Guide' (Part # 414-100-014 Rev D or later revision) by Gerber Systems Corp and 
shall not contain data that would restrict its usage as a neutral file for laser 
photoplotters. 
 
c.  The resulting files shall be quality checked for compliance with the design 
requirements specified in the product definition data, which includes the stable based 
drawings. This will ensure that the integrity of the design is maintained after the 
digitization process.  (If the capability to digitize does not exist, the undimensioned and 
master pattern drawings shall be delivered on stable based media ( Mylar® per IPC-D-
275). 
 
d.  The Gerber images shall contain the following note (at a location where it will not 
interfere with the artwork layer images): 
 
“THIS GERBER IMAGE WAS PRODUCED BY DIGITIZING AN IMAGE FROM STABLE 
BASED MEDIA.”  
 



e.  Stable based drawings of non-performance related information such as decals/labels 
may be exempt from the Gerber format requirement and an acceptable substitute (i.e., 
TIFF) may be used. 
 
4.  Product Definition Data:  Product Definition Data is grouped in five basic 
categories.  Definitions and delivery formats are as follows:  
 
NOTE:  To enhance manageability, transportability, and usability, applicable native and 
neutral design model files shall be efficiently grouped and encapsulated at each 
appropriate item level.  The encapsulated model files shall include design data such as 
schematics, 3-D models, parts libraries, link files, configuration files, attribute files, and 
other associated files required to regenerate the complete design in any CAD 
environment that has the native or other suitable design software package.  Also, the 
above requirement applies to machine control data (such as Gerber, drilling, etc) and 
software data files.  MS-Windows based PKZIP (version 10.0 or subsequent to handle 
long filenames) or UNIX’s TAR command is the preferred encapsulation method.  If a 
preferred method is not used, an alternate method must be approved by the contracting 
officer before data delivery. 
 
a.  Word Processor Documents: Documents created on a word processor can be 
delivered and interpreted on the majority of word processing systems including those 
widely used in the DoD, such as Microsoft Word® (preferable), and Open Office Write.  
Software other than these require prior approval by the contracting officer.  Test 
Methods and Procedures, Associated Lists, Acceptance Testing Criteria, Configuration 
Item Specs, and Engineering Analysis results are examples of these documents.  
Illustrations and graphics shall not be delivered inside of a word processing, desktop 
publishing, or spreadsheet formatted document unless a single copy of the program(s) 
used to produce the embedded objects is (are) provided to the government as a part of 
the cost of providing a particular digital data package.  Figures containing images such 
as a simple flow chart depicting a test set layout are acceptable, however 
illustrations/graphics shall be referenced within the document for traceability and shall 
be delivered along with the documents.   Documents delivered shall have the page size 
set to be the standard 8-1/2 by 11 inch or equivalent “A” drawing size.  NOTE:  
Government CAGE code deliverables shall be delivered in Microsoft Word®.  
Word processing documents shall have one filename to cover all sheets for each 
document number submitted. 
 
     Delivery Format: Native Document - MS-Word® or Open Office Write 
                                                                         AND 
                 Neutral Format –Portable Document Format (PDF) 
 
b.  Engineering Drawings (VECTOR): Drawings shall be delivered that are made from 
presentations describing a particular physical/logical entity or process using 2-
dimensional geometry and textual information for both electrical/electronic and 
mechanical items.  These drawings may also be created from view plane projections of 
a 3-D model, but parametric-based systems may be used to facilitate semi-automatic 



creation of engineering drawings from the 3-D database.   The requirements set forth in 
paragraph 4c, Mechanical Engineering Models, sub-paragraphs (1) through (3) of the 
Geometry Creation Requirements for 3-D Models shall apply.  Drawings delivered that 
are cage code 57039 shall not contain any grouped text attributes and all entities shall 
be present on layer zero.   
NOTE:  Government CAGE code deliverables shall be delivered in native CAD, 
neutral format, and PDF format.   
 
Delivery Format: Native CAD - any format native to the contractor’s CAD system is 
acceptable, e.g. Catia®, or AutoCAD®, Inventor® (preferred), or Intergraph®, or 
Cadkey®, or Solidworks, or Pro/ENGINEER®, or SDRC I-DEAS®, or Mentor Graphics® 
and others. 

AND 
Neutral - Product Data Exchange using STEP (PDES)/STandard for the Exchange of 
Product model data per ISO 10303 Application Protocols (APs) 201 through 210 and 
232. 

AND 
Editable Portable Document Format (PDF) files 
 
AutoCAD Systems and non-AutoCAD Systems Requirements: 
 
(1) Do not mix paper and model space entities within the same drawing file. 
 
(2) Special fonts used in the creation of drawings that are not part of the normal CAD 
system basic package and that are not proprietary or copyrighted shall be delivered with 
the digital data delivery.  This is to enable the correct native CAD system viewing and a 
more complete translation of the original format and details of all delivered drawings. 
 
(3) Digital drawings that are delivered shall have one drawing sheet per filename.  This 
means that only one sheet number shall be placed on a drawing per filename.  This also 
means that a CAD file shall not have multiple layers containing different sheets of the 
same document (or drawing) number.  Word processing documents of engineering 
drawings delivered in raster graphics formats shall have each page saved as a unique 
filename. 
 
(4) Digital drawings from CAD systems that create sub-directories as part of their 
normal file creation process shall be delivered as a single file using the UNIX ‘tar’ format 
in order to preserve the original directory structure.  A zip utility may be used for PC-
based systems as long as options are employed to ensure integrity of the directory 
structure. 
 
(5) Plot files created from other CAD systems shall use the same settings as the native 
files.  Drawings created on a CAD system larger or smaller than a ratio of 1:1 when 
compared to standard drawing sizes  (such as C size at 17” x 22”), shall be scaled to 
the standard drawing sizes (when measured across its length and width) whenever plot 
files are to be produced for delivery to the government.  



 
(6) J-sized drawings (34" x 55"-176") shall have multiple plot files made with a minimum 
of a 10" inch overlap by choosing appropriate window option settings using E size 
dimensions (34" x 44"). The multiple plot files shall be listed with multiple frame 
numbers in the spreadsheet data in a separate column. Any other size drawings larger 
than E size (for example, K size, 40" x 55"-143") must have multiple E size plots created 
similarly to a J size drawing. 
 
Three dimensional drawings, illustrations, and schematics, not intended for CAD 
applications, shall be delivered in digital 3-D vector format in accordance with the 
Extensible 3D (X3D) as defined in ISO/IEC 19775-1:2008, Extensible 3D (X3D) 
 
c.  Mechanical Engineering Models: Geometric representation of a physical detailed 
part, assembly, loft surface, or system in 3-dimensions created using CAD tools.  
Engineering models are used as a basis for Numerical Control (NC) Machining, 
Engineering Analysis, etc.  Digital models that do contain the engineering drawings 
associated with the models in the same file, due to the characteristics of the CAD 
system being used, shall not have the model information visible when the drawing is 
viewed or printed.   See Geometry Creation Requirements for 3D Models below: 
 
Delivery Format: Native CAD - any format native to the contractor’s CAD system is 
acceptable, e.g. Catia®, or AutoCAD®, Inventor® (preferred), or Intergraph®,   or 
Cadkey®, or Solidworks, or Pro/ENGINEER®, or SDRC I-DEAS®, and others 

AND 
Neutral – PDES/STEP per  ISO 10303, Application Protocols (APs) 201 through 210 
and 232. 

AND 
Portable Document Format (PDF) files 
 
d.  Machine Control Data: Instruction statements to drive numerically controlled 
machine tools such as tube benders, milling machines, drilling machines, parts/devices 
insertion machines, photoplotters, lathes, etc.  These files shall be post processed into 
machine specific instructions and represented using standards as follows (See 
paragraph 7 for detailed requirements for Printed Board Artwork Master and Drill Data 
Files.): 
 
Delivery Format: Native Machine Language - Cincinnati Milicron®, or Teledyne Pines®, 
or Eaton Leonard®, Excellon®, or others. 

AND 
Neutral- Binary Cutter Locator (BCL), or Automatic Programmed Tool (APT), or 
Excellon®, or Gerber® (Standard RS-274-D or Extended RS-274X)  
 
e.  Electrical/Electronic Design Models and Associated Files: This requirement includes 
product data files for electrical/electronic items, assemblies, and systems.  These data 
files shall include source files (schematics and other design entry methodologies), 
compiled files, object files, design models (such as those used in logical circuit design, 



design simulation, and physical parts design), netlists (logical circuit and physical item 
designs), component placement and connectivity (conductor routing), physical layouts, 
programmable logic devices (PLDs) programming data, simulation files, test files, 
geometries (such as printed board description), and other product  data files. (Note: 
See above paragraphs 4.a and b. for separate document and drawing requirements for 
the product definition data and paragraph 4 Note for the fileset encapsulation 
requirement.) 
 
Delivery Format: Native files - Native CAD e.g., Cadence®, Mentor Graphics®, Racal-
Redac®, Intergraph®, ABEL®,  CUPL®, VERIBEST®, Viewlogic®, or others. 

AND 
Neutral - e.g., Electronic Design Interchange Format (EDIF), IPC-D-35x Series (D350, 
D356, etc.), VHDL (VHSIC Hardware Description Language) (IEEE Std 1 076), GDS II® 
Stream, Berkeley’s OPEN-PLA® (Programmable Logic Array), JEDEC Standard (EIA 
JESD3), State Diagrams, Berkeley’s SPICE®, STEP (STandard for the Exchange of 
Product model data) (ISO 10303), etc 
 
5.  Metadata Spreadsheet:  A spreadsheet table structure that covers only the data to 
be delivered is required for each delivery.  The Metadata Spreadsheet shall be 
delivered in Microsoft Excel digital format.  If the Metadata Spreadsheet cannot be 
delivered using Microsoft Excel, the following may be substituted upon approval from 
the requesting office, identified in block 6 of the DD Form 1423: Native format or ASCII.  
NOTE:  The header information from this spreadsheet is used along with the delivered 
digital data files to load data into the Digital Data Repository. 
 
     Content:  The Metadata Spreadsheet shall contain a listing of all engineering 
documentation contained in the shipment.  
 
     Structure:  Each row in the spreadsheet shall represent a distinct sheet number, 
unless covered by the exceptions below.  All fields are left justified, except Sheet 
Number, Number of Sheets, Frame Number of a document number, Number of Frames, 
Revision Letter and Accompanying Document Revision (see definitions below).  The 
data field titles shall be included at the top of the spreadsheet on row 1only of the 
delivered spreadsheet.   PIN and PIN revision fields shall be filled for all design model 
and engineering data files that do not include borders and drawing blocks.  For 
spreadsheets delivered that exceed one thousand rows, the spreadsheet shall be 
divided into separate spreadsheet files on the delivered media.  This division of 
spreadsheets should not cause the referenced documents listing or the indentured 
levels set listing that applies to a certain document number to be divided into separate 
spreadsheets. 
 
     Exception 1: For word processing documents, enter one row for each submission of 
the native document number delivered.  The filename, document number, and all other 
applicable columns shall be filled. 
 



     Exception 2: For design model and engineering data files that do not include borders 
and drawing blocks, the sheet number is not applicable. 
 
The fields in the spreadsheet table structure shall be entered in sequence as follows: 
 
   DATA FIELD         FIXED FIELD LENGTH   
 Filename (including extension & special characters) 24 characters  
 Document Title      40 characters 
  Prime Contractor      32 characters 
  CAGE        05 characters 
  Drawing Sheet Size      01 character 
  Sheet Number      04 characters  
  Number of sheets      04 characters 
  Distribution Code      01 character 
  System Model      15 characters 
  Revision letter      02 characters 
  Basic/Revision Date (DD-MMM-YYYY)   11 characters 
 SW_Name       20 characters 
 SW_Vendor Name      32 characters 
 SW_Version       10 characters 
 SW_Operating System     30 characters 
 SW_Operating System Version    10 characters 
 File_Type       20 characters 
  File_Format (with applicable version)   32 characters 
  Data rights       01 character 
 Document Number      32 characters 
  Frame Number      04 characters 
  Number of Frames      04 characters 
  Control Activity      02 characters 
  Accompanying Document Kind    02 characters  
  Accompanying Document Number   32 characters 
  Accompanying Document Revision   02 characters 
 Security Level      01 character 
 Media Number      02 characters 
  
For Model and engineering data files that do not include drawing borders and drawing 
blocks, the Metadata Spreadsheet shall adhere to the following requirements.  The 
document number and part or identifying number (PIN) shall be listed for use in indexing 
and traceability.  These numbers shall reflect the closest document and P/N that is 
associated with or linked to the model or engineering data file. 
 
     Use all of the above spreadsheet data fields except for the following fields: 
 
  Sheet Number 
  Number of Sheets 
  Frame Number 



  Number of Frames 
  Accompanying Document Kind 
  Accompanying Document Number 
  Accompanying Document Revision 
   
 -and add the following spreadsheet data fields: 
 
  DATA FIELD      FIXED FIELD LENGTH 
 
  Part or Identifying Number (PIN)    32 characters 
  PIN Revision letter      02 characters 
 
Definitions: 
 
Filename - Specify a file naming convention that provides up to 20 character unique file 
names.  File extensions of up to 3 characters are used to discriminate file types.  If DOS 
files must be accommodated, use a file naming convention of up to only 8 characters.  
List all file types to be delivered. 
 
Document Title - Enter document title using text that is the complete descriptive name 
or title of an item or document. 
 
Prime Contractor - Enter the name of the Prime Contractor.   
 
CAGE - Enter the CAGE Code currently assigned to the Prime Contractor). 
 
Drawing Sheet Size - Enter the character that identifies the drawing size of the 
document identified in this record. 
 
Sheet Number - The individual sheet number of a multiple page document or drawing.  
Enter the number of the sheet (right justified with leading zeros) associated with the 
document number identified in this record.  If the total number of sheets exceeds 9999, 
contact the requiring office identified in block 6 of the DD Form 1423 for which calls out 
this requirement. 
 
Number of Sheets - A number that identifies the total count of sheets or pages in a 
document.  Enter the total number of sheets contained in the document identified in this 
record.  If the total number of sheets exceeds 9999, contact the requiring office 
identified in block 6 of the DD Form 1423, which calls out this requirement. 
 
Distribution Code - Enter the distribution statement code letter (A, B, C, D, E, F, or X) of 
the document identified in this record.  This code letter in the spreadsheet corresponds 
with the same code letter used in the distribution statement paragraph that appears on 
the drawing (for each sheet number).  
 



System Model Number - Enter if this file is unique to a system model.  For example, 
enter CCTT 71-02, AH-64 CMS 01-137, 01-144, etc., if the file applies to one of these 
systems.  Leave blank if the file does not apply to a single designated system. 
 
Revision Letter - The revision level assigned to a document or a specific sheet of a 
released document.  Enter revision letter(s) applicable to the document number and 
specifically as applicable to each sheet number.  A one-character entry will be alpha, 
right justified, with blank padding.  For initial issue documents, the entry shall be blank.   
 
Basic/Revision Date - The date when the document was approved for initial (original) 
release, or the date the revision of a document was approved.  The latest date of the 
document (either the date of the basic approval or the date of the revision, whichever is 
later) shall be used.  (EXAMPLE 26 MAR 2014) 
 
SW Name - Enter the name of the native software CAD program used to generate the 
vector file. 
 
SW_Vendor_Name – Enter the vendor of the native CAD software program. 
 
SW_Version – Enter the version number and/or letters of the native software CAD 
program used to generate the file. 
 
SW_Operating System - Enter the computer operating system for the CAD software. 
 
SW_Operating System Version - Enter the version of the computer operating system for 
the CAD software. 
 
File Type - Enter the appropriate file type, i.e., vector, ASCII text, raster, firmware, 
Gerber, etc. 
 
File Format - Enter the specific file format with version, i.e., RS-274X, DXF r14, EDIF 
400 Schematic, Intel Hex-32, etc. 
 
Data Rights- Enter the code which identifies the rights status of the information on the 
document or contained in the file identified by this record.  All contractor, subcontractor, 
vendor, and supplier data shall have the rights status entered in this data field.  The 
rights status codes are as follows: 
 
 a.  "U" signifies that the Government has unlimited rights to use the document or 
file so coded. 
 

b.  "L" signifies that the Government has only limited rights to use the document 
or file so coded or has obtained Government Purpose License Rights (GPLR) to the 
data. 
 



Document Number - An alphanumeric identifier located within the drawing number block 
that is unique and is the primary reference for a document.  Enter the document number 
(drawing, list, specification, etc.) identified in this record, followed by blanks.  If the 
number is an associated document and is prefixed with alphas i.e. PL, DL, identifying 
the document as a specific type of associated document, the prefix shall stay intact as 
part of the document number and not stripped off.  The same practice shall apply to any 
suffixes to the document identifying number by the originating organization.  For models 
and engineering data files that do not include drawing borders and drawing blocks, the 
document number shall be listed for use in indexing and traceability.  This number shall 
reflect the closest document that is associated with or linked to the model or data file.  
 
Frame Number - Enter the number of the frame, right justified with leading zeros.  Entry 
will be 0001 for all files, with the following exception: 
 
Number of Frames - Enter the total number of frames required for this sheet (right 
justified with leading zeros).  Entry will be 0001 for all files, with the exception of the 
scenario discussed in frame number, above.  For this exception: 
 
Control Activity - Enter the applicable code, as follows: 
 
 LOGISTICS ACTIVITY            CODE 
 
 PEO STRI    PT 
 
Accompanying Document Kind - When an accompanying document is delivered, enter 
the appropriate code from the following table.  This is a required entry if a value is 
contained in the Accompanying Document Number column. 
 
 Code  Document 
 AD  Addendum 
 AM  Amendment 
 AN  Annex 
 AP  Appendix 
 AR  Article 
 AT  Attachment 
 EX  Exhibit 
 NT  Notice (safety, engineering, ECPs, ECOs, etc.) 
 SP  Specification (slash sheet or other similar types of associated 
specifications) 
 SU  Supplement 
 VR  Version 
 1N  Revision Notice 
 
Accompanying Document Number - When an accompanying document identified is 
delivered, as shown in the Accompanying Document Kind table above, enter the 



accompanying document number, followed by blanks. This is a required entry if a value 
is contained in the Accompanying Document Kind column. 
 
Accompanying Document Revision - When an accompanying document identified is 
delivered, as shown in the Accompanying Document Kind table above, enter the 
accompanying document revision letter (alpha).  Right justified, with blank padding. 
 
Security Level - Enter the code that identifies the classification of the digital data 
according to the following: 
 
           Code  Classification 
 N  Unclassified 
 C  Confidential 
 S  Secret 

T  Top Secret 
 
Media Number – Enter the consecutively numbered figure that matches the label 
number for each media type delivered.      
 
Part or Identifying Number (PIN) – For models and engineering data files that do not 
include drawing borders and drawing blocks, an alphanumeric control number assigned 
to identify a specific item.  The PIN is an identifier assigned by the responsible design 
activity or by the controlling nationally recognized standard, which uniquely identifies 
(relative to that design activity) a specific item.  The PIN generally includes the 
controlling drawing or document number and optional suffix.  The PIN identifier shall 
meet the same structure requirements as those for the drawing number.  The PIN does 
not include the drawing revision identifier, drawing size, or CAGE Code.  If the file is not 
directly part of or an integral part of a PIN, then this number shall reflect the closest part 
or item that is associated with or linked to the model or data file.  PINs are assigned to 
product data files (such as those for printed circuit board artwork and programmable 
logic devices (PLDs)), materials, parts, assemblies, equipment, accessories, and 
computer software. 
 
PIN Revision Letter – The revision level assigned to a PIN.  Enter revision letter(s) 
applicable to the PIN.  A one-character entry will be alpha, right justified, with blank 
padding.  For initial issue PINs, the entry shall be blank.   
 
6.  Indentured Data List (IDL): A spreadsheet table structure (separate from the 
metadata spreadsheet) representing the indentured level of the digital data delivery is 
required for each delivery.  The IDL shall be delivered in Microsoft Excel format.  If the 
IDL cannot be delivered using Microsoft Excel, native format or ASCII may be 
substituted upon obtaining approval from the requesting office identified in block 6 of the 
DD Form 1423. 
 
     Content:  The IDL shall contain a listing of all engineering documentation related to 
the contract end item as developed, produced, and/or modified for this contract.  The 



IDL shall include all reference documents, which are not part of the delivery, at the 
appropriate levels.  The IDL shall include indenture levels that apply to the delivered 
document numbers. 
 
     Structure:  All fields are left justified, except Revision Letter.  The data field titles 
shall be included at the top of the spreadsheet on row one (1) only of the delivered 
spreadsheet. 
 
     The fields in the spreadsheet table structure shall be entered in sequence as follows: 
 
               DATA FIELD    FIXED FIELD LENGTH 
 

Indenture Level   02 characters 
 Document Number   32 characters 

Document Title   40 characters 
Revision Letter   02 characters 
Contract Number   24 characters 

 
Definitions:  
 
Indenture Level - Enter the indenture level applicable.  The indenture level shall indicate 
the relationship of a document/drawing to the next, and shall be indicated by a two digit 
number.  Begin with "00" for the system/top assembly drawing/document, increase by 1 
("01", "02", etc.) for each lower tier.  Go down each "leg" of the tier until there is no 
lower drawing/document in that "leg".  Go backwards up that same "leg", until finding a 
tier containing a second or subsequent unlisted drawing/document.  Begin down this 
new "leg" until there is no lower drawing/document.  Repeat this process until all 
drawings/documents have been listed.  Examples follow. 
 
 
00  System/Top Assembly Drawing 
01  Documentation and first subassembly drawing applicable to or referenced on 00 
drawing 
02  Documentation and first subassembly drawing applicable to or referenced on 01 
drawing immediately above 
03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
02  Next subassembly drawing applicable to or referenced on 01 drawing above 
03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
03  Next subassembly drawing applicable to or referenced on last 02 drawing above 
03  Next subassembly drawing applicable to or referenced on last 02 drawing above 
04  Documentation and first subassembly drawing applicable to or referenced on 03 
drawing immediately above 
02  Next subassembly drawing applicable to or referenced on last 01 drawing above 



03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
03  Next subassembly drawing applicable to or referenced on last 02 drawing above 
01  Next subassembly drawing applicable to or referenced on 00 drawing above 
02  Documentation and first subassembly drawing applicable to or referenced on 01 
drawing immediately above 
03  Documentation and first subassembly drawing applicable to or referenced on 02 
drawing immediately above 
 
Visual Example of Above. 
 
00 System/Top Assembly Drawing - (A) 
01 First Subassembly in A - (B) 
02 First Subassembly in B - ( C) 
03 First Subassembly in C - (D) 
02 Second Subassembly in B - (E) 
03 First Subassembly in E - (F) 
03 Second Subassembly in E - (G) 
04 First Subassembly in G - (H) 
02 Third Subassembly in B - (I) 
03 First Subassembly in I - (J) 
03 Second Subassembly in I - (K) 
01 Second Subassembly in A - (L) 
02 First Subassembly in L - (M) 
03 First Subassembly in M - (N) 

 
Document Number - An alphanumeric identifier that is unique and is the primary 
reference for a document.  Enter the document number (drawing, list, specification, etc.) 
identified in this record, followed by blanks.  
Items listed in parentheses on documents are for reference only and shall not be 
recorded on the IDL.  Drawing preparation documents and technical manuals shall not 
be included in the IDL.  
 
Document Title - Enter document title.  Use text that is the complete descriptive name or 
title of an item or document. 
 
Revision Letter - The revision level assigned to a document or a specific sheet to a 
released document.  Enter revision letter(s) applicable to the document number.  A one-
character entry will be alpha, right justified, with blank padding.  For initial issue 
documents, the entry shall be blank.   
 
7.   Printed Board Artwork Master and Drill NC Data: Reference the paragraph 4d 
(Machine Control Data) for the product definition data type and paragraph 4 note for the 
fileset encapsulation requirement.  View-only images of the master artwork shall be for 
use as reference data (see paragraph 4d).  Printed Board Artwork Master per ASME 
Y14.24-2012 and IPC-D-275 shall be in Gerber format (Standard RS-274-D or 
Extended Gerber RS-274X).  The RS-274X format, if used, shall be in compliance with 
the current or subsequent later revision of the 'Gerber RS-274X Format User's Guide' 
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(Part # 414-100-014 Rev D or later) by Gerber Systems Corp and shall not contain data 
that would restrict its usage as a neutral file for laser photoplotters.   The content, 
format, and configuration control requirements for the printed board fileset shall be as 
follows: 
 
a.  A printed board fileset document shall be developed for each board fileset (see 
paragraph “g” below) to provide configuration control, content, and format information.  
This document shall be referenced on the master board drawing (ASME Y14.24-2012).  
As an alternative to this document, the printed board fileset information may be provided 
as an integral part of the printed board master drawing. 
 
b.  A unique printed board fileset part or identifying number (PIN), preferably the dash 
number or prefix of the above printed board fileset document or printed board master 
drawing, shall be assigned for each printed board fileset and referenced with revision on 
the printed board fileset document or master drawing.  One board fileset shall be 
submitted for each printed board. 
 
NOTE:  The PIN shall be in compliance with its definition and requirements stated in 
paragraph 5. 
 
c.  The printed board fileset document shall meet the format and content requirements 
of ASME Y14.24-2012 and related contract drawing requirements and shall include the 
following information: 
 
         (1) Board fileset PIN 
 
         (2) Board fileset PIN Revision 
 
         (3) Board Part Number 
 
         (4) Master Drawing Document Number 
 
         (5) The purpose of the Board fileset 
 
         (6) Used on data (System(s)) 
 
         (7) Name of each file in the Board fileset 
 
         (8) Description of each file in the Board fileset (such as for silk screen, component 
layer, solder mask, etc.) 
 
         (9) Artwork image revision letter of each image produced by the image file 
 
         (10) Revision letter of each file, if any 
 
         (11) Date and time each file was last changed 



 
         (12) Size of each file in uncompressed form 
 
         (13) Polarity of each image (positive or negative) 
 
         (14) Instructions for composite layers, if any 
 
         (15) Gerber file format information: 
 

(a) Gerber type (RS-274-D or Extended RS-274X) 
 

(b) Data units of measurement (inches, millimeters, etc.) 
 

(c) Dimension word type (coordinate/absolute or incremental) 
 

(d) Number of integer and decimal digits 
 

(e) Zero suppression (leading, trailing, or none) 
 

(f) Zero offset dimensions 
 
         (16) Native and/or neutral drill file format information: 
 

(a) Drill file character set (such as EIA, ASCII, and EBCDIC) 
 

(b) Native type with version (such as Excellon, Sieb & Meyer 3000, Trudrill, etc.) 
 

(c) Neutral type with revision (such as Plain ASCII Text, ACL (ANSI/EIA 494), etc.) 
 

(d) Data unit of measurement (inches, millimeters, etc.) 
 

(e) Mode type (absolute or incremental) 
 

(f) Unit scale factor 
 

(g) Zero suppression type (leading, trailing, or none) 
 

(h) Number of integer and decimal digits 
 

(i) Drill rotation angle 
 

(j) Drill x-y offset dimensions 
 
         (17) Identify the CAD system hardware platform, operating system with version, 
vendor of the printed circuit board (PCB) design software, and name of the PCB design 
software (with version) used to produce the Gerber and drill files. 
 
         (18) Identification of the target photoplotter model, manufacturer, type (laser, 
vector, etc.), and controller model, including any required special controller software 
configuration or processing packages, for the Gerber data, as applicable. 
 



        (19) Identification of the target NC drill machine and controller software with 
version for the native drill file. 
 
        (20) Special instruction, if any. 
 
d.  Delivery media containing board data files for more than one PCB shall contain a 
separate directory for each board or establish a file naming convention that would 
unambiguously distinguish the different board filesets. 
 
e.  Delivery media with compressed files shall also contain decompression software. 
              
f.  Delivery media shall be free of limited rights or shall be accompanied by 
documentation giving the Air Force unrestricted use of all files and software contained 
on the delivery media, as applicable. 
 
g.  Board fileset shall include the following files as a minimum: 
                  
         (1) Aperture D-code table file(s) (see paragraph “h” below for details) (for 
Standard RS-274-D files) 
 
         (2) Gerber Artwork image files (see paragraphs “i” and “j” for details) 
 
         (3) Native and/or neutral drill data files (see paragraph “k” for details) 
 
h.  Aperture D-code table file shall (for Standard RS-274-D files):      
               
         (1) Record the date and time that the aperture file was last changed. 
   
         (2) Revision letter of aperture file 
 
         (3) Identify board part number  
 
         (4) State CAGE code 
 
         (5) Correlate aperture position numbers with D-code numbers 
 
         (6) Define D-code/aperture shapes using only standard shapes (which are 
standard circle, square, and rectangle).   If custom shapes such as thermals, octagons, 
etc are used, they shall be defined with dimensioned illustrations to capture their true 
shapes and sizes.   Also, the custom D-code macro file shall be provided. 
 
         (7) Column headings shall identify horizontal (width) and vertical (height) 
dimensions which correspond to “X” and “Y” coordinates, respectively, for proper 
orientation of shapes. 
 
         (8) State units of measurement (mils, millimeters, etc.) 



 
i.  The Gerber files shall be properly aligned and include the following Artwork images: 
 
         (1) Circuit layers 
 
         (2) Board outline 
 
         (3) Silk screen of component reference designations 
 
         (4) Silk screen of component’s outlines as they appear on the PCB 
 
         (5) Solder masks (Top and Bottom of board) 
 
         (6) Plated and unplated drill holes.   
 
         (7) Others, as applicable 
 
j.  Each of the above Gerber Artwork image files (paragraph “i”) shall include the 
following information as a minimum: 
 
         (1) Date and time the Artwork image was last changed 
 
         (2) Board part number 
 
         (3) Revision letter of Artwork image 
 
         (4) CAGE Code 
 
         (5) Layer order number and/or image name 
 
         (6) Vertical and horizontal register marks with x-y coordinate dimensions and 
tolerances 
 
k.  The drill data fileset shall contain the following information: 
 
         (1) Date and time the drill file(s) were last changed 
   
         (2) Board part number 
 
         (3) File revision 
   
         (4) CAGE Code 
 
         (5) File type (Excellon, Plain ASCII Text, etc.) 
 
         (6) Drill tool sizes 



 
         (7) Holes x-y coordinates 
 
         (8) Drill tool (bit) used at each x-y location 
 
         (9) Identify plated and unplated holes, if not identified on the master drawing     
 
8.  Software and Firmware Data: See the Electronic Design Data section (Paragraph 
6e) for the delivery of programmable devices (such as PALs, PROMs, etc.) design and 
programming files.  Software and firmware data reference shall be delivered as follows: 
 
a.  Software and Firmware data: Drawings defining software, such as instructions or 
data that will be or are intended to be resident in a memory device or other type of 
media, which becomes part of the end-item, shall be prepared as either a Software 
Installation Drawing or Altered Item Drawing to be determined by whether the software 
is one-time programmable or multi-programmable. 
 
b.  Memory device categories: For the purpose of this requirement, memory devices are 
categorized as being either one-time programmable or multi-programmable. 
 
         (1) One-time programmable memory devices shall be documented using the 
requirements of the Altered Item Drawing. 
 
         (2) Multi-programmable memory devised shall be documented using the 
requirements of the Software Installation Drawing. 
 
c. Software installation drawing: A software installation drawing identifies the 
characteristics of the software, instructions for programming into the memory device, its 
master media and physical location.  Software programs shall be identified by reference 
to PINs within the drawing form rather than identification by truth tables.  This drawing 
type does not establish item identification. 
 
d.  Application:  A software installation drawing is prepared when it is necessary to 
define the characteristics of the software, instructions for programming into a memory 
device, its master media and physical location. 
 
e.  Software installation drawing requirement. The drawing shall identify: 
 
         (1) Identification of the item to be programmed by referencing the original vendor’s 
part number or by providing complete description of the item or by vendor item control 
drawing or source control drawing if a nationally recognized standard or Standardized 
Microcircuit Drawing (SMD) is not available.  A SMD is a control drawing, and shall 
disclose the applicable configuration, envelope dimensions, mounting and mating 
dimensions, interface dimensional characteristics, specific performance requirements, 
nuclear effects, and inspection and acceptance test requirements for microcircuits in a 
military application per MIL-HDBK-780.  



  
         (2) PIN of the software, PIN revision letter, software version and other 
characteristics such as operating system and version, programming language used, 
source file identification and version, object file identification and version. 
 
         (3) Physical location of the master software or data: Name and address reference 
will be made or CAGE Code of the repository having custody of the master software 
programs or data required to program items. 
 
         (4) Detailed instructions needed to load software into an item. 
 
         (5) Acceptance requirements in the form of a test procedure or checksum. 
 
f.  Assemblies containing multi-programmable devices.  Software or data that is 
programmed into a device at a higher level of assembly shall be documented using the 
software installation drawing requirements.  The device shall not be re-identified due to 
programming or loading. 
 
g.  Altered item drawing (one-time programmable devices and multi-programmable 
devices used as one time programmable).   Drawings describing the programmable 
requirements of a one-time programmable devise shall be prepared as Altered Item 
Drawings.  This type drawing shall be prepared only for those devices that are 
permanently altered prior to installation into a higher level of assembly. 
 
h.  Altered item drawing (one-time programmable devices and media) requirements.  
The requirements for Altered Item Drawings shall be in accordance with the 
requirements herein and the following: 
 
         (1) Identification of the item to be programmed by providing complete description 
of the item or by vendor item control drawing or source control drawing if a nationally 
recognized standard or SMD is not available. 
 
         (2) PIN of the software, PIN revision letter, software version and other 
characteristics such as operating system and version, programming language used, 
source file identification and version, object file identification and version. 
 
         (3) Physical location of the master software or data: Name and address reference 
will be made or CAGE Code of the repository having custody of the master software 
programs or data required to programs or data required to program items. 
 
         (4) Detailed instructions needed to load software into an item. 
 
         (5) Acceptance requirements in the form of a test procedure or checksum. 
 
         (6) Altered item identification marking requirements. 
 



NOTE 1: The PIN shall be in compliance with its definition and requirements stated in 
paragraph 5. 
 
NOTE 2: Reference the paragraph 4 note for the fileset encapsulation requirement. 
 
 



16. REMARKS  (Continued)
10. FILE NAMING GUIDLINES; THE FOLLOWING CHARACTERS SHLL NOT BE USED WITHIN THE NAMES OF FOLDERS, LISTS OR COLUMN
NAMES. / \ : * ? <> # <TAB> % & AND UNDERSCORES (_); UNDERSCORE SHALL NOT BE USED AT THE START OF ANY FOLDER OR FILE;
PERIOD SHALL NOT BE USED CONSECUTIVELY IN THE MIDDLE OFOR END OF A FOLDER OR FILE NAME; FOLDER OR FILE NAMES
SHALL NOT BE LONGER THAN 128 CHARACTERS; FILES NAMES WILL BE DESCRIPTIVE AND ABBREVIATIONS SHALL BE KEPT TO A
MINIMUM; META DATA WILL BE USED TO THE MAXIMUM EXTENT WHERE APPROPRIATE; FILE NAMES WILL USE AN UNDERSCORE VICE
A SPACE WHERE APPROPRIATE.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER SESS

B. EXHIBITA. CONTRACT LINE ITEM NO.

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

Page 2 of 2 PagesDD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.1

5. CONTRACT REFERENCE

DI-SESS-81759A

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

SEE BLOCK 16LOGISTICS PRODUCT DATA SUMMARIES

2. TITLE OF THE DATA ITEM

C00B

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER SESS
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

1TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

1. BLOCK 3: This CDRL SHALL INCLUDE:

A. POST PRODUCTION SUPPORT
B. CONDOLIDATED PERIODIC MAINTENANCE PLAN
C. INVENTORY CATOLOG WITH DA FORM 3161
D. WARRANTY INFORMATION
E. PACKAGE, HANDLING, STORAGE, AND TRANSPROTATION
F. LEVEL OF REPAIR ANALYSIS

2. BLOCK 4: PRIOR TO THE CREATION OF ANY NEW CONTENT, THE
CONTRACTOR SHALL QUERY THE LT2 DATA WAREHOUSE AND REUSE EXISTING CONTENT.

3. BLOCK 8: GOVERNMENT APPROVAL WILL BE REQUIRED PRIOR TO SIGNING
DD250. CHANGES/MODIFICATION TO A SPECIFIC SYSTEM DESIGN WILL
REQUIRE AN AMMENDMENT TO THE DELIVERABLES AND RESUBMISSION.
EACH SUBMISSION IS REQUIRED A VERIFICATION OF TECHNICAL DOCUMENTATION.

4. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

5. BLOCK 10: ITEM NUMBER 1C ABOVE MUST DESCRIBE THE COMPLETE
SYSTEM HARDWARE CONFIGURATION INCLUDING ALL LEGACY ITEMS
REMAINING AS PART OF THE SYSTEM. A SEPARTE DELIVERY IS REQUIRED
FOR EACH FIELDING EFFORT.

6. BLOCK 12: SUBMITTAL SHALL BE DUE 45 WORKING DAYS PRIOR TO
CONTRACTOR TEST. THE GOVERNMENT SHALL HAVE 30 WORKING DAYS FOR
REVIEW AND ACCEPTANCE OR REJECTION AND PROVIDE COMMENTS. THE
CONTRACTOR SHALL HAVE 10 WORKING DAYS TO INCORPORATE GOVERNMENT COMMENTS.

7. BLOCK 13:FINAL DELIVERY SHALL BE DUE 30 WORKING DAYS PRIOR TO
THE GOVERNMENT ACCEPTANCE TEST(GAT). THE GOVERNMENT WILL HAVE 30
CALENDAR DAYS TO ACCEPT/REJECT AND PROVIDE COMMENTS. THE
CONTRACTOR SHALL HAVE 10 WORKING DAYS TO INCORPORATE GOVERNMENT
COMMENTS AND RESUBMIT.

8. BLOCK 14:
LINE 1: CONTENT SHALL BE DELIVERED TO THE LT2 DATA WAREHOUSE PER
LT2 OPERATIONAL GUIDELINES AND THE LT2 STYLE GUIDE.  LINES 1-2
THE CONTRACTOR SHALL USE THE LT2 OPERATIONAL GUIDELINES TO
DEMONSTRATE THAT PDF CONTENT ARTIFACTS CAN BE SUCCESSFULLY
GENERATED IN ACCORDANCE WITH THE LT2 STYLE GUIDE AND
REQUIREMENTS OF THIS CDRL. THE CONTRACTOR IS REQUIRED TO SUBMIT
REVISED DOCUMENTATION, AS NEEDED, TO SUPPORT CHANGES IN CURRENT
SYSTEM CONFIGURATION THROUGHOUT THE LIFE OF THE CONTRACT.

9. CONTRACTOR FORMAT IS NOT ACCEPTABLE. CONTRACTOR SHALL DELIVER
REPORTS IN COMPATIBLE MICROSOFT PRODUCTS USED AT PEO STRI AS
APPLICABLE IN ACCORDANCE WITH APPENDIX A AND SAMPLE FORMATS
PROVIDED BY THE GOVERNMENT.  LPDS DELIVERY SHALL CONSIST OF ALL
SUPPORTING DOCUMENTATION IN MS OFFICE TO THE LT2 DATA WAREHOUSE.

10.FILE NAMING GUIDELINES; THE FOLLOWING CHARACTERS SHALL NOT BE
USED WITHIN THE NAMES OF FOLDERS, LISTS, OR COLUMN NAMES; / \  : *
? < > ? # <tab> % & AND UNDERSCORES (_); UNDERSCORE SHALL NOT BE
USED AT THE START OF ANY FOLDER OR FILE; PERIOD SHALL NOT BE
USED CONSECUTIVELY IN THE MIDDLE OR END OF A FOLDER OR FILE NAME,

16. REMARKS

101ACC-ORL-OPA

101SFAE-STRI-TRADE-

101LT2 DATA WAREHOU

303 15. TOTALSee continuation sheet...

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 2 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



16. REMARKS  (Continued)
FOLDER OR FILE NAMES SHALL NOT BE LONGER THAN 128 CHARACTORS; FILE NAMES WILL BE DESCRIPTIVE AND ABBREVIATIONS
SHALL BE KEPT TO A MINIMUM. META DATA WILL BE USED TO THE MAXIMUM EXTENT WHERE APPROPRIATE. FILE NAMES WILL USE
AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

11. TAILOR DI-SESS-81759 AS FOLLOWS:

A. CONSOLIDATED PERIODIC MAINTENANCE PLAN WILL SHOW MAINTENANCE BEFORE, DURING, AND AFTER OPERATIONS;
OPERATIONS UNDER USUAL AND UNSUUAL CONDITIONS, ALONG WITH WEEKYL, MONTHLY. SEMI-ANNUAL AND ANNUAL MAINTENANCE
TASKS. MAINTENANCE TASK SHALL BE CONSOLIDATED WITH TECHNICAL MANUALS AND COTS DOCUMENTATION.

B. POST PRODUCTION SUPPORT SHALL IDENTIFY ANY SUPPPORTABILITY RISK ITEMS DUE TO LIMITED SOURCES, LONG LEAD
TIMES, SUPPPORT LIMITATIONS, DIMINISHING MATERIAL SOURCES MANUFACTURING SOURCES (DMSMS) AND OBSOLESCENCE, OR
CONCERNS AND SUPPORT ALTERNATIVES TO OVERCOME ITEM.

PROVIDE OVERALL AVERAGE ANNUAL SUPPPORT COST ESTIMETES IN CURRENT YEAR DOLLRS PER SITE:
I) HARDWARE MAINTENANCE (LABOR)
II) ROUTINE REPLACEMENT OF PARTS (HARDWARE)
III) SOFTWARE SUPPORT INCLUDING REOCURRING LICENSING.

PROVIDCE LIFE EXPECTACY AND TECHNOLOGY REFRESH RECOMMENDATIONS (IN YEARS) FOR ALL MAJOR SUBSYSTEMS AND
COMPONENTS.  (E.G. ROUTINE TECHNICAL REFRESHING OF COMPUTERS/SERVERS AND DOCUMENTATION)

PROVIDE RECOMMENDATIONS FOR WHEN MAJOR MODIFICATIONS OR UPGRADES MAY BE REQUIRED (YEAR, COMPONENT/SUBSYSTEM, AND ESTIMATED COST).

ESTIMATE REQUIREMENTS FOR LABOR AND PERSONNEL FOR ANNUAL OPERATIONS, SUPPORT AND MAINTENANCE.

C. INVENTORY CATALOG SHALL SHOW PHOTOGRAPHS OF SYSTEM COMPONENTS WITH PART NUMBERS THAT WILL FACILITAE A
PHYSICAL  INVENTORY. THE DA FORM 3161 SHALL BE INDENTURE TO LINE REPLACABLE UNIT (LRU) FOR INVENTORY PURPOSE.

D. PACKAGING HANDLING STORAGE AND TRANSPORTATON: SEE EXHIBIT A.

E. WARRANT DATA SHALL SHOW ALL WARRANTY ASSOCIATED WITH THE PROCURED ITEMS. THE WARRANTY PRODUCT DATA SHALL
INCLUDE MANUFACTURE'S POINT OF CONTACT, CAGE CODE, LENGTH OF WARRANTY AND SPECIAL PROVISIONS E..G. THIRD PARTY VENDOR ACCESS.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER SESS

B. EXHIBITA. CONTRACT LINE ITEM NO.

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

Page 2 of 2 PagesDD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.7

5. CONTRACT REFERENCE

DI-MGMT-81804A

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

IUIDSee Block 16

2. TITLE OF THE DATA ITEM

C00D

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER MGMT
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

1TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

Block 2: Item Unique Identification (IUID) Marking Activity, Validation and
Verification Report

1. IUID REPORT IS REQUIREED TO IDENTIFY MANDATED IUID
REQUIREMENTS IN ACCORDANCE WITH MIL-STD 130N and DID:
DI-MGMT-81858. EQUIPMENT MARKING SHALL BE APPROVED BY THE GOVERNMENT.

2. BLOCK 8: GOVERNMENT APPROVAL WILL BE REQUIRED PRIOR TO TESTING
WITH GOVERNMENT PERSONNEL AND FACILITIES.

3. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

4. BLOCK 12: INITIAL DRAFT SHALL BE DUE 30 DAYS PRIOR TO PHYSICAL
CONFIGURATION AUDIT (PCA).  THE GOVERNMENT WILL HAVE 15 DAYS TO
ACCEPT/REJECT AND PROVIDE COMMENTS. THE CONTRACTOR SHALL HAVE 10
WORKING DAYS TO INCORPORATE GOVERNMENT COMMENTS AND RESUBMIT.

5. BLOCK 13: FINAL SUBMISSIONS SHALL BE DUE CONCURRENT WITH
ACCEPTANCE OF EACH SYTEM. THE GOVERNMENT HAS 15 DAYS TO
ACCEPT/REJECT AND PROVIDE COMMENTS. THE CONTRACTOR SHALL HAVE 10
DAYS TO INCORPORATE CHANGES. WITHIN 15 DAYS FOLLOWING
GOVERNMENT ACCEPTANCE THE CONTRACTOR SHALL UPLOAD THE DATA INTO
THE REGISTRY AND NOTIFY THE GOVERNMENT. REVISIONS AS REQUIRED
THROUGH THE LIFE OF THE CONTRACT.

6. BLOCK 14:
LINE 1: CONTENT SHALL BE DELIVERED TO THE LT2 DATA WAREHOUSE PER
LT2 OPERATIONAL GUIDELINES AND THE LT2 STYLE GUIDE.  LINES 2-3
THE CONTRACTOR SHALL USE THE LT2 OPERATIONAL GUIDELINES TO
DEMONSTRATE THAT PDF CONTENT ARTIFACTS CAN BE SUCCESSFULLY
GENERATED IN ACCORDANCE WITH THE LT2 STYLE GUIDE AND
REQUIREMENTS OF THIS CDRL.

7. FILE NAMING GUIDELINES: THE FOLLOWING CHARACTERS SHALL NOT TO
BE USED WITHIN THE NAMES OF FOLDERS, LISTS, OR COLUMN NAMES. / \ :
* ? < > | #<TAB> { } % & AND UNDERSCORES (_) UNDERSCORE SHALL NOT
BE USED AT THE START OF ANY FOLDER OR FILEPERIOD SHALL NOT BE
USED CONSECUTIVELY IN THE MIDDLE OR END OF A FOLDER OR FILE
NAMEFOLDER OR FILE NAMES SHALL NOT BE LONGER THAN 128 CHARACTERS
FILE NAMES WILL BE DESCRIPTIVE AND ABBREVIATIONS SHALL BE KEPT
TO A MINIMUMMETADATA WILL BE USED TO THE MAXIMUM EXTENT WHERE
APPROPRIATEFILE NAMES WILL USE AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

8. CONTRACTOR FORMAT IS ACCEPTABLE.

16. REMARKS

001SFAE-STRI-PMTRAD

101LT2 DATA WAREHOU

101ACC-ORL-OPA

203 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.4.4

5. CONTRACT REFERENCE

DI-PSSS-81527C

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

TSSDTRAINING SYSTEM SUPPORT DOCUMENT

2. TITLE OF THE DATA ITEM

C00E

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER PSSS
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

2TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

1. BLOCK 4: TAILOR DI-SESS-81527C (TRAINING SYSTEM SUPPORT
DOCUMENT) AS FOLLOWS:
DELETE PARAGRAPH 2.3.1
DELETE PARAGRAPH 2.3.2
DELETE PARAGRAPH 2.3.3
DELETE PARAGRAPH 2.3.4
DELETE PARAGRAPH 2.3.6
DELETE PARAGRAPH 2.3.7
DELETE PARAGRAPH 2.3.8
DELETE PARAGRAPH 2.3.9
DELETE PARAGRAPH 2.3.10
DELETE PARAGRAPH 3

2. BLOCK 8: APPROVAL IS REQUIRED PRIOR TO START OF TRAINING.

3. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

4. BLOCK 12: INITIAL SUBMITTAL IAW IMS. GOVERNMENT HAS 15 DAYS TO
REVIEW AND COMMENT. 50% DRAFT DUE 60 DAYS PRIOR TO TRAINING
SUPPORT PACKAGE VERIFICATION AND NO LATER THAN 90 DAYS PRIOR TO
START OF TRAINING.

5. BLOCK 13: 100% DRAFT DUE AT START OF TRAINING SYSTEM SUPPORT
PACKAGE VERIFICATION. THE CONTRACTOR SHALL SUBMIT THE FINAL
UPDATE 30 DAYS AFTER RECEIPT OF THE APPROVED GOVERNMENT
VERIFICATION COMMENTS AND NO LATER THAN 30 DAYS PRIOR TO START
OF NEW EQUIPMENT TRAINING. REVISIONS SHALL BE MADE TO SUPPORT
THE SPECIFIC SYSTEM CONFIGURATION FOR EACH SITE DELIVERY/MOFIFICATION.

6. BLOCK 14: CONTENT SHALL BE DELIVERED TO THE LT2 DATA WAREHOUSE
PER LT2 OPERATIONAL GUIDELINES AND THE LT2 STYLE GUIDE. LINES 1-2:
THE CONTRACTOR SHALL USE THE LT2 OPERATIONAL GUIDELINES TO
DEMONSTRATE THAT .PDF CONTENT ARTIFACTS CAN BE SUCCESSFULLY
GENERATED IN ACCORDANCE WITH THE LT2 STYLE GUIDE AND
REQUIREMENTS OF THIS TDR.

7. THE GOVERNMENT SHALL HAVE 45 DAYS TO REVIEW AND ACCEPTANCE OR
REJECTION OF EACH SUBMISSION.

8. THE CONTRACTOR WILL HAVE 10 DAYS TO INCORPORATE GOVERNMENT COMMENTS.

9. FILE NAMING GUIDELINES: THE FOLLOWING CHARACTERS SHALL NOT TO
BE USED WITHIN THE NAMES OF FOLDERS, LISTS, OR COLUMN NAMES. / \ :
* ? < > | #<TAB> { } % & AND UNDERSCORES (_) UNDERSCORE SHALL NOT
BE USED AT THE START OF ANY FOLDER OR FILEPERIOD SHALL NOT BE
USED CONSECUTIVELY IN THE MIDDLE OR END OF A FOLDER OR FILE
NAMEFOLDER OR FILE NAMES SHALL NOT BE LONGER THAN 128 CHARACTERS
FILE NAMES WILL BE DESCRIPTIVE AND ABBREVIATIONS SHALL BE KEPT
TO A MINIMUMMETADATA WILL BE USED TO THE MAXIMUM EXTENT WHERE
APPROPRIATEFILE NAMES WILL USE AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

16. REMARKS

101ACC-ORL-OPA

101SFAE-STRI-PMTRAD

101LT2 DATA WAREHOU

303 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.4.4

5. CONTRACT REFERENCE

DI-PSSS-81523C

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

COURSE COMPLETION CRITERIATraining Conduct Support Document

2. TITLE OF THE DATA ITEM

C00F

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER PSSS
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

2TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

1. BLOCK 4: TAILOR DI-PSSS-81523C (TCSD) AS FOLLOWS:
  DELETE PARAGRAPH 2.2.2 AK
  DELETE PARAGRAPH 2.4 IN ITS ENTIRETY
  DELETE PARAGRAPH 3.0

2. BLOCK 8: APPROVAL IS REQUIRED PRIOR TO START OF TRAINING.

3. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-TRADE.

4. BLOCK 12: A 50% DRAFT SUBMITTAL IAW IMS. GOVERNMENT HAS 15 DAYS
TO REVIEW AND COMMENT.

5. BLOCK 13: FINAL SUBMISSION OF COURSE COMPLETION CRITERIA IS DUE
60 DAYS PRIOR TO THE START OF INITIAL TRAINING COURSE FOR EACH
SYSTEM DELIVERY. COURSE COMPLETION NOTIFICATION REPORT SHALL BE
DUE 15 DAYS AFTER THE COMPLETION OF EACH COURSE.

6. BLOCK 13: THE CONTRACTOR SHALL UPDATE TRAINING CRITERIA AS
NEEDED THROUGH OUT THE LIFE OF THE CONTRACT TO REFLECT THE
ACTUAL SYSTEM CONFIGURATION.

7. BLOCK 14: CONTENT SHALL BE DELIVERED TO THE LT2 DATA WAREHOUSE
PER LT2 OPERATIONAL GUIDELINES AND THE LT2 STYLE GUIDE. LINES 2-4:
THE CONTRACTOR SHALL USE THE LT2 OPERATIONAL GUIDELINES TO
DEMONSTRATE THAT PDF CONTENT ARTIFACTS CAN BE SUCCESSFULLY
GENERATED IN ACCORDANCE WITH THE LT2 STYLE GUIDE AND
REQUIREMENTS OF THIS CDRL.

8. FILE NAMING GUIDELINES: THE FOLLOWING CHARACTERS SHALL NOT TO
BE USED WITHIN THE NAMES OF FOLDERS, LISTS, OR COLUMN NAMES. / \ :
* ? < > | #<TAB> { } % & AND UNDERSCORES (_) UNDERSCORE SHALL NOT
BE USED AT THE START OF ANY FOLDER OR FILEPERIOD SHALL NOT BE
USED CONSECUTIVELY IN THE MIDDLE OR END OF A FOLDER OR FILE
NAMEFOLDER OR FILE NAMES SHALL NOT BE LONGER THAN 128 CHARACTERS
FILE NAMES WILL BE DESCRIPTIVE AND ABBREVIATIONS SHALL BE KEPT
TO A MINIMUMMETADATA WILL BE USED TO THE MAXIMUM EXTENT WHERE
APPROPRIATEFILE NAMES WILL USE AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

9. THE GOVERNMENT SHALL HAVE 30 DAYS FOR REVIEW AND ACCEPT OR
REJECT EACH SUBMISSION.

10. THE CONTRACTOR SHALL HAVE 10 DAYS TO INCORPORATE GOVERNMENT COMMENTS.

16. REMARKS

101SFAE-STRI-PMTRAD

101LT2 DATA WAREHOU

101ACC-ORL-OPA

303 15. TOTAL

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 1 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.4

5. CONTRACT REFERENCE

DI-TMSS-80527C

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

COTSSee Block 16

2. TITLE OF THE DATA ITEM

C00G

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER TMSS
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

A

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

1TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

Block 2: COMMERCIAL OFF-THE-SHELF (COTS) MANUALS AND ASSOCIATED
SUPPLEMENTAL DATA

1. BLOCK 8: GOVERNMENT VERIFICATION AND APPROVAL WILL BE REQUIRED
PRIOR CONDUCTING NEW EQUIPMENT TRAINING (NET).

2. BLOCK 9: APPROVED FOR PUBLIC RELEASE; DISTRIBUTION IS UNLIMITED.

3. BLOCK 12: INITIAL SUBMISSION SHALL BE DUE WITH THE INITIAL
SUBMISSION OF THE OPERATOR USER'S MANUAL AND SYSTEM MAINTENANCE
MANUAL. THE GOVERNMENT WILL HAVE 30 WORKING DAYS TO ACCEPT OR
REJECT AND PROVIDE COMMENTS. THE CONTRACTOR WILL HAVE 10 WORKING
DAYS TO INCORPORATE CHANGES.

4. BLOCK 13: FINAL SUBMISSION SHALL BE DUE WITH THE FINAL
SUBMISSION OF THE OPERATOR USER'S MANUAL AND SYSTEM MAINTENANCE
MANUAL. THE GOVERNMENT WILL HAVE 30 WORKING DAYS TO
ACCEPT/REJECT AND PROVIDE COMMENTS. THE CONTRACTOR WILL HAVE 10
WORKING DAYS TO INCORPORATE CHANGES. THE CONTRACTOR SHALL
PROVIDE MODIFICATIONS/REVISIONS AS REQUIRED THROUGHOUT THE
CONTRACT PERIOD OF PERFORMANCE.

5. ALL COTS DOCUMENTATION SHALL BE REVIEWED AND VALIDATED BY THE
CONTRACTOR FOR ACCURACY/COMPLETENESS PRIOR TO THE GAT.

6. ALL COTS DOCUMENTATION SHALL BE DELIVERED IN CONTRACTOR
FORMAT. MIL-PRF-32216 APPENDIX A, B AND C WILL BE USED FOR THE
EVALUATION AND SUPPLEMENTING OF ALL COTS DOCUMENTATION.
SIGNED/APPROVED EVALUATION FORMS SHALL BE INCLUDED WITH THE
APPLICABLE COTS MANUAL ADOBE PDF FILE.

7. SUPPLEMENTAL DATA (IF REQUIRED) SHALL BE INCORPORATED BY THE
CONTRACTOR INTO THE SYSTEM OPERATION AND MAINTENANCE MANUALS AS
APPLICABLE AND VERIFIED DURING MANUAL VALIDATION/VERIFICATION EVENTS.

8. THE COTS MANUALS, AND THEIR INCLUDED EVALUATION FORMS SHALL BE
DELIVERED TO THE LT2 DATA WAREHOUSE IN ACCORDANCE WITH THE LT2
OPERATIONAL GUIDE.

9. A PROOF COPY OF ALL COTS DOCUMENTATION WILL BE MADE AVAILABLE
TO PEO STRI IN THE LT2 DATA WAREHOUSE ADOBE .PDF FORMAT.
DOCUMENTATION IN THE PROOF AREA SHALL INCLUDE AN INDEX WITH
HYPERLINKS TO THE ACTUAL DOCUMENTATION.

10. FILE NAMING GUIDELINES FOR FINAL DELIVERIES: THE FOLLOWING
CHARACTERS SHALL NOT TO BE USED WITHIN THE NAMES OF FOLDERS,
LISTS, OR COLUMN NAMES. / \ : * ? < > | #<TAB> {_} % & AND
UNDERSCORES (_) UNDERSCORE SHALL NOT BE USED AT THE START OF ANY
FOLDER OR FILE PERIOD SHALL NOT BE USED CONSECUTIVELY IN THE
MIDDLE OR END OF A FOLDER ORFILE NAME FOLDER OR FILE NAMES SHALL
NOT BE LONGER THAN 128 CHARACTERS FILE NAMES WILL BE DESCRIPTIVE
AND ABBREVIATIONS SHALL BE KEPT TO A MINIMUM METADATA WILL BE
USED TO THE MAXIMUM EXTENT WHERE APPROPRIATE FILE NAMES WILL
USE AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

11. BLOCK 14: A COPY OF ALL COTS OEM DOCUMENTATION WILL BE
SUBMITTED TO PEO STRI, SFAE-STRI-TRADE-DT VIA A CD ROM OR DVD IN
ADOBE PDF FORMAT. DOCUMENTATION ON CD ROM OR DVD SHALL BE

16. REMARKS

001SFAE-STRI-PMTRAD

001ACC-ORL-OPA

002 15. TOTALSee continuation sheet...

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 2 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



16. REMARKS  (Continued)
INDEXED AND PLACED IN A MICROSOFT OFFICE (EXCEL) SPREADSHEET AND REFERENCED WITH HYPER LINKS TO THE
DOCUMENTATION. ALL SUBMISSIONS OF ADOBE MUST BE COMPATIBLE WITH THE VERSIONS USED AT PEO STRI. AFTER GOVERNMENT
ACCEPTANCE, ALL COTS OEM DOCUMENTATION SHALL BE INDEXED, TABBED, PLACED IN A BINDER, AND DELIVERED TO THE
FIELDED SITE. THE INDEXED BINDER SHALL INCLUDE A TABLE OF CONTENTS AND TECHNICAL DOCUMENTATION NUMBER PROVIDED BY THE GOVERNMENT.

12. THE CONTRACTOR SHALL ENSURE THAT EACH DELIVERY MATCHES THE SYSTEM CONFIGRATION FOR EACH SEPARATE DELIVERY.

13. ALL COTS DOCUMENTATION SHALL BE DELIVERED IN CONTRACTOR FORMAT.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER TMSS

B. EXHIBITA. CONTRACT LINE ITEM NO.

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

Page 2 of 2 PagesDD FORM 1423-1, FEB 2001



SFAE-STRI-G4

6. REQUIRING OFFICE

SOW PARA 3.4.4

5. CONTRACT REFERENCE

DI-ADMN-80925

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

Operator User's ManualRevisions to Existing Government Documents

2. TITLE OF THE DATA ITEM

C00H

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER ADMN
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

2TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

1. BLOCK 8: GOVERNMENT VERIFICATION AND APPROVAL WILL BE REQUIRED
PRIOR CONDUCTING NEW EQUIPMENT TRAINING (NET).

2. BLOCK 4: THE CONTRACTOR SHALL MODIFY ALL TECHNICAL MANUALS
WITH CURRENT AND UPDATED CONTENT.

USE *MIL-STD-40051-2C AS GUIDANCE. CONTENT SPECIFIED IN
MIL-STD-40051-2C AND ANNEX TO EXHIBIT C, TABLE A-IV TM
REQUIREMENTS MATRIX FOR SYSTEM MAINTENANCE MANUAL.

3. BLOCK 8: GOVERNMENT APPROVAL WILL BE REQUIRED PRIOR CONDUCTING
NEW EQUIPMENT TRAINING (NET).

4. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

5. BLOCK 10: DRAFTS SHALL BE DUE 60 DAYS AFTER TECHNICAL DESIGN
REVIEW (TDR). THE GOVERNMENT WILL HAVE 30 CALENDAR DAYS FOR
REVIEW/COMMENT. THE CONTRACTOR SHALL INCORPORATE COMMENTS FOR
THE VALIDATED MANUAL SUBMISSION.

6. XML SOURCE CONTENT REQUIRES XML OUTPUT AND DELIVERY,
CONTRACTOR SHALL PROVIDE DELIVERIES CONSISTANT WITH SOURCE DATA
PROVIDED. DRAFT, VALIDATION AND VERIFICATION COPIES ARE
PROVIDED IN PDF FORMAT FOR REVIEW AND COMMENTS.

7. THE CONTRACTOR SHALL VALIDATE ALL SUBMISSIONS PRIOR TO
GOVERNMENT REVIEW. HARD COPIES OF THE VALIDATED FINAL MANUAL
WITH GOVERNMENT COMMENTS INCORPORATED WILL BE AVAILABLE DURING VERIFICATION.

8. BLOCK 12: INITIAL SUBMISSION SHALL BE DUE 90 WORKING DAYS PRIOR
TO NEW EQUIPMENT TRAINING (NET). THE GOVERNMENT WILL HAVE 30
WORKING DAYS TO ACCEPT OR REJECT AND PROVIDE COMMENTS. THE
CONTRACTOR SHALL HAVE 10 WORKING DAYS TO INCORPORATE CHANGES.

9. BLOCK 13: FINAL SUBMISSION WITH INCORPORATED REDLINES FROM
VERIFICATION SHALL BE DUE 30 WORKING DAYS PRIOR TO NEW EQUIPMENT
TRAINING (NET). THE GOVERNMENT WILL HAVE 20 WORKING DAYS TO
ACCEPT/REJECT AND PROVIDE COMMENTS. THE CONTRACTOR SHALL HAVE 10
WORKING DAYS TO INCORPORATE CHANGES. THE CONTRACTOR SHALL
PROVIDE MODIFICATIONS/REVISIONS AS REQUIRED THROUGHOUT THE
CONTRACT PERIOD OF PERFORMANCE.

10. BLOCK 13: CERTIFIED VALIDATED SUBMISSION SHALL BE DUE 30
WORKING DAYS PRIOR TO NEW EQUIPMENT TRAINING (NET). FINAL
CERTIFIED WITH INCORPORATED REDLINES FROM VERIFICATION THE
GOVERNMENT WILL HAVE 20 WORKING DAYS TO ACCEPT/REJECT AND
PROVIDE COMMENTS. THE CONTRACTOR SHALL CERTIFY ALL CHANGES ARE
INCORPORATED. THE CONTRACTOR SHALL PROVIDE
MODIFICATIONS/REVISIONS AS REQUIRED THROUGHOUT THE CONTRACT
PERIOD OF PERFORMANCE.

11. BLOCK 13. PRINTED COPIES ALONG WITH A REPRODUCIBLE COPY SHALL
BE DELIVERED ON A CD-ROM. FINAL REPRODUCIBLE COPY GENERATED FROM
XML SOURCE SHALL BE DELIVERED VIA EMAIL. REPRODUCIBLE DELIVERY
SHALL CONSIST OF THE DOCUMENT TYPE DEFINITION (DTD), STYLE
SHEETS (I.E. FOSI, XSL-T), EXTENSIBLE MARKUP LANGUAGE (XML) AND

16. REMARKS

001SFAE-STRI-PMTRAD

101ACC-ORL-OPA

101LT2 DATA WAREHOU

203 15. TOTALSee continuation sheet...

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 2 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



16. REMARKS  (Continued)
SUPPORTING GRAPHICS IN ACCORDANCE WITH MIL-STD-2361C.

12. FILE NAMING GUIDELINES FOR FINAL DELIVERIES: THE FOLLOWING CHARACTERS SHALL NOT TO BE USED WITHIN THE NAMES
OF FOLDERS, LISTS, OR COLUMN NAMES. / \ : * ? < > | #<TAB> {_} % & AND UNDERSCORES (_) UNDERSCORE SHALL NOT BE USED
AT THE START OF ANY FOLDER OR FILE PERIOD SHALL NOT BE USED CONSECUTIVELY IN THE MIDDLE OR END OF A FOLDER
ORFILE NAME FOLDER OR FILE NAMES SHALL NOT BE LONGER THAN 128 CHARACTERS FILE NAMES WILL BE DESCRIPTIVE AND
ABBREVIATIONS SHALL BE KEPT TO A MINIMUM METADATA WILL BE USED TO THE MAXIMUM EXTENT WHERE APPROPRIATE FILE
NAMES WILL USE AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER ADMN

B. EXHIBITA. CONTRACT LINE ITEM NO.

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

Page 2 of 2 PagesDD FORM 1423-1, FEB 2001



SFAE-STRI-PMTRADE

6. REQUIRING OFFICE

SOW PARA 3.4.5

5. CONTRACT REFERENCE

DI-ADMN-80925

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

System Maintenance ManualRevisions to Existing Government Documents

2. TITLE OF THE DATA ITEM

C00I

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER ADMN
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
existing data sources, gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this
burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
Services and Communications Directorate (07040188). Respondents should be aware that not withstanding any other provision of law, no person shall be subject to
any penalty for failing to comply with a collection of information if it does not display a currently valid OMB control number.

Please do not return your form to the above organization. Send completed form to the Government Issuing Contracting Officer for the
Contract/PR No. listed in Block E.

Form Approved
OMB No. 0704-0188

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

A

8. APP CODE

DD

7. DD 250 REQ

D

9. DIST STATEMENT
REQUIRED

13.DATE OF SUBSEQUENT
SUBMISSION

SEE BLOCK 16

11. AS OF DATE

SEE BLOCK 16

12.DATE OF FIRST
SUBMISSION

2TIME/R

10. FREQUENCY

ReproReg

Final

Draft

b. COPIES

a. ADDRESSEE

14. DISTRIBUTION

J. DATEI. APPROVED BY
14-NOV-2016

H. DATEG. PREPARED BY
Kraemer, Nathan

1. BLOCK 8: GOVERNMENT VERIFICATION AND APPROVAL WILL BE REQUIRED
PRIOR CONDUCTING NEW EQUIPMENT TRAINING (NET).

2. BLOCK 4: THE CONTRACTOR SHALL MODIFY ALL TECHNICAL MANUALS
WITH CURRENT AND UPDATED CONTENT.

USE *MIL-STD-40051-2C AS GUIDANCE. CONTENT SPECIFIED IN
MIL-STD-40051-2C AND ANNEX TO EXHIBIT C, TABLE A-IV TM
REQUIREMENTS MATRIX FOR SYSTEM MAINTENANCE MANUAL.

3. BLOCK 8: GOVERNMENT APPROVAL WILL BE REQUIRED PRIOR CONDUCTING
NEW EQUIPMENT TRAINING (NET).

4. BLOCK 9: DISTRIBUTION AUTHORIZED TO THE DEPARTMENT OF DEFENSE
AND U.S. DEPARTMENT OF DEFENSE CONTRACTORS. OTHER REQUESTS FOR
THIS DOCUMENT SHALL BE REFERRED TO U.S. ARMY PEO STRI - SFAE-STRI-PMTRADE.

5. BLOCK 10: DRAFTS SHALL BE DUE 60 DAYS AFTER TECHNICAL DESIGN
REVIEW (TDR). THE GOVERNMENT WILL HAVE 30 CALENDAR DAYS FOR
REVIEW/COMMENT. THE CONTRACTOR SHALL INCORPORATE COMMENTS FOR
THE VALIDATED MANUAL SUBMISSION.

6. XML SOURCE CONTENT REQUIRES XML OUTPUT AND DELIVERY,
CONTRACTOR SHALL PROVIDE DELIVERIES CONSISTANT WITH SOURCE DATA
PROVIDED. DRAFT, VALIDATION AND VERIFICATION COPIES ARE
PROVIDED IN PDF FORMAT FOR REVIEW AND COMMENTS.

7. THE CONTRACTOR SHALL VALIDATE ALL SUBMISSIONS PRIOR TO
GOVERNMENT REVIEW. HARD COPIES OF THE VALIDATED FINAL MANUAL
WITH GOVERNMENT COMMENTS INCORPORATED WILL BE AVAILABLE DURING VERIFICATION.

8. BLOCK 12: INITIAL SUBMISSION SHALL BE DUE 90 WORKING DAYS PRIOR
TO NEW EQUIPMENT TRAINING (NET). THE GOVERNMENT WILL HAVE 30
WORKING DAYS TO ACCEPT OR REJECT AND PROVIDE COMMENTS. THE
CONTRACTOR SHALL HAVE 10 WORKING DAYS TO INCORPORATE CHANGES.

9. BLOCK 13: FINAL SUBMISSION WITH INCORPORATED REDLINES FROM
VERIFICATION SHALL BE DUE 30 WORKING DAYS PRIOR TO NEW EQUIPMENT
TRAINING (NET). THE GOVERNMENT WILL HAVE 20 WORKING DAYS TO
ACCEPT/REJECT AND PROVIDE COMMENTS. THE CONTRACTOR SHALL HAVE 10
WORKING DAYS TO INCORPORATE CHANGES. THE CONTRACTOR SHALL
PROVIDE MODIFICATIONS/REVISIONS AS REQUIRED THROUGHOUT THE
CONTRACT PERIOD OF PERFORMANCE.

10. BLOCK 13: CERTIFIED VALIDATED SUBMISSION SHALL BE DUE 30
WORKING DAYS PRIOR TO NEW EQUIPMENT TRAINING (NET). FINAL
CERTIFIED WITH INCORPORATED REDLINES FROM VERIFICATION THE
GOVERNMENT WILL HAVE 20 WORKING DAYS TO ACCEPT/REJECT AND
PROVIDE COMMENTS. THE CONTRACTOR SHALL CERTIFY ALL CHANGES ARE
INCORPORATED. THE CONTRACTOR SHALL PROVIDE
MODIFICATIONS/REVISIONS AS REQUIRED THROUGHOUT THE CONTRACT
PERIOD OF PERFORMANCE.

11. BLOCK 13. PRINTED COPIES ALONG WITH A REPRODUCIBLE COPY SHALL
BE DELIVERED ON A CD-ROM. FINAL REPRODUCIBLE COPY GENERATED FROM
XML SOURCE SHALL BE DELIVERED VIA EMAIL. REPRODUCIBLE DELIVERY
SHALL CONSIST OF THE DOCUMENT TYPE DEFINITION (DTD), STYLE
SHEETS (I.E. FOSI, XSL-T), EXTENSIBLE MARKUP LANGUAGE (XML) AND

16. REMARKS

11ACC-ORL-OPA

101LT2 DATA WAREHOU

001SFAE-STRI-PS-Q

001SFAE-STRI-KOL

001SFAE-STRI-PMTRAD

205 15. TOTALSee continuation sheet...

18.ESTIMATED
TOTAL PRICE

17. PRICE GROUP

Page 1 of 2 PagesPREVIOUS EDITION MAY BE USED.DD FORM 1423-1, FEB 2001



16. REMARKS  (Continued)
SUPPORTING GRAPHICS IN ACCORDANCE WITH MIL-STD-2361C.

12. FILE NAMING GUIDELINES FOR FINAL DELIVERIES: THE FOLLOWING CHARACTERS SHALL NOT TO BE USED WITHIN THE NAMES
OF FOLDERS, LISTS, OR COLUMN NAMES. / \ : * ? < > | #<TAB> {_} % & AND UNDERSCORES (_) UNDERSCORE SHALL NOT BE USED
AT THE START OF ANY FOLDER OR FILE PERIOD SHALL NOT BE USED CONSECUTIVELY IN THE MIDDLE OR END OF A FOLDER
ORFILE NAME FOLDER OR FILE NAMES SHALL NOT BE LONGER THAN 128 CHARACTERS FILE NAMES WILL BE DESCRIPTIVE AND
ABBREVIATIONS SHALL BE KEPT TO A MINIMUM METADATA WILL BE USED TO THE MAXIMUM EXTENT WHERE APPROPRIATE FILE
NAMES WILL USE AN UNDERSCORE VICE A SPACE WHERE APPROPRIATE.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER ADMN

B. EXHIBITA. CONTRACT LINE ITEM NO.

CONTRACT DATA REQUIREMENTS LIST
(1 Data Item)

Page 2 of 2 PagesDD FORM 1423-1, FEB 2001
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ANNEX TO EXHIBIT - C 
 

DATA ITEM NUMBERS: 
B00I - PAGE-BASED TECHNICAL MANUAL - SYSTEM MAINTENANCE 

MANUAL 
 
 
 

 PAGE-BASED TECHNICAL MANUALS 
 

MIL-STD 40051-2C  
DEPARTMENT OF DEFENSE STANDARD PARCTICE PREPARATION OF DIGITAL 

TECHNICAL INFORMAITON FOR PAGE-BASED TECHNICAL MANUALS 
FOR  

 
Integrated Military Operation and Urban Training System  

 
 
 
 Prepared by 

 
U.S. ARMY Program Executive Office of Simulation, Training, & Instrumentation (PEO STRI) 

12350 Research Parkway Orlando, Florida 32826-3276 
  



 
 

TABLE A-II.  Operators and combined operator/maintenance requirements matrix for  

   

TM Content -10   

MIL-STD-40051-
2B 

Reference Element Name 
FRONT MATTER R 

  
5.2.1 <paper.frnt> 

Front cover R 
  

5.2.1.1 <frntcover> 

(MC) Promulgation letter    5.2.1.3 <promulgation> 

Warning summary R   5.2.1.4 <warnsum> 

Change transmittal page    5.2.1.5 <chgsheet> 

List of effective pages/work 
packages 

R 
  

5.2.1.6 <loepwp> 

Title page R 
  

5.2.1.7 <titleblk> 

Table of contents R 
  

5.2.1.9 <contents> 

How to use this manual R 
  

5.2.1.10 <howtouse> 

CHAPTER 1. 
GENERAL INFORMATION, 
EQUIPMENT DESCRIPTION, 
AND THEORY OF OPERATION 

R 
  

APPENDIX B <gim> 

GENERAL INFORMATION 
WORK PACKAGE  

R 
  

B.5.2 <ginfowp> 

Scope R 
  

B.5.2.3 <scope> 

Maintenance forms, records, 
and reports 

R 
  

B.5.2.4 <mfrr> 

Reporting Equipment 
Improvement 
Recommendations (EIR) 

R 
  

B.5.2.5 <eir> 

Hand Receipt (HR) manuals    B.5.2.6 <handreceipt> 

Corrosion Prevention and 
Control (CPC) 

R 
  

B.5.2.7 <cpcdata> 

Ozone Depleting Substances 
(ODS) 

   B.5.2.8 <odsdata> 

Destruction of Army materiel 
to prevent enemy use 

R 
  

B.5.2.9 <destructmat> 

Preparation for storage or 
shipment 

R 
  

B.5.2.10 <pssref> 

Warranty information    B.5.2.11 <wrntyref> 

Nomenclature cross-reference 
list 

R 
  

B.5.2.12 <nomenreflist> 

List of abbreviations/acronyms R 
  

B.5.2.13 <loa> 

Quality of material P 
  

B.5.2.15 <qual.mat.info> 

Safety, care, and handling    B.5.2.16 <sftyinfo> 

Nuclear hardness    B.5.2.17 <hcp> 



MIL-STD 40051-2A Requirement Matrix for Page Based 

TABLE A-II.  Operators and combined operator/maintenance requirements matrix for  

   

TM Content -10   

MIL-STD-40051-
2B 

Reference Element Name 
Calibration    B.5.2.18 <calref> 

Item unique identification 
(IUID) 

   B.5.2.19 <iuid> 

Supporting information for 
repair parts, special tools, 
TMDE, and support 
equipment 

P   B.5.2.26 <supdata> 

Copyright credit line    B.5.2.27 <copyrt> 

EQUIPMENT DESCRIPTION 
AND DATA WORK PACKAGE  

R 
  

B.5.3 <descwp> 

Equipment characteristics, 
capabilities, and features 

R 
  

B.5.3.3 <eqpinfo> 

Location and description of 
major components 

R 
  

B.5.3.4 <locdesc> 

Differences between models    B.5.3.5 <eqpdiff> 

Equipment data R 
  

B.5.3.6 <eqpdata> 

THEORY OF OPERATION 
WORK PACKAGE  

R 
  

B.5.4 <thrywp> 

CHAPTER X. 
OPERATOR INSTRUCTIONS 

R 
  

APPENDIX C <opim> 

DESCRIPTION AND USE OF 
OPERATOR CONTROLS AND 
INDICATORS WORK PACKAGE 

R 
  

C.5.2.2.1 <ctrlindwp> 

OPERATION UNDER USUAL 
CONDITIONS WORK PACKAGE 

R 
  

C.5.2.2.2 <opusualwp> 

Operation under usual 
conditions task 

R 
  

C.5.2.2.2.3 <opertsk> 

Security measures for 
electronic data 

   C.5.2.2.2.4 <secref> 

Siting requirements    C.5.2.2.2.5 <site> 

Shelter requirements    C.5.2.2.2.6 <shelter> 

Assembly and preparation for 
use 

   C.5.2.2.2.7 <prepforuse> 

Initial adjustments, before use 
and self-test 

   C.5.2.2.2.8 <initial> 

Operating procedures R 
  

C.5.2.2.2.9 <oper> 

Operating auxiliary equipment    C.5.2.2.2.11 <operaux> 

Preparation for movement    C.5.2.2.2.12 <prepmove> 

Decals and instruction plates    C.5.2.2.2.13 <instructplt> 



 
 

TABLE A-II.  Operators and combined operator/maintenance requirements matrix for  

   

TM Content -10   

MIL-STD-40051-
2B 

Reference Element Name 
OPERATION UNDER UNUSUAL 
CONDITIONS WORK PACKAGE 

R 
  

C.5.2.2.3 <opunuwp> 

Security measures for 
electronic data 

   C.5.2.2.3.4 <secref> 

Unusual environment/weather R 
  

C.5.2.2.3.5 <unusualenv> 

Fording and swimming    C.5.2.2.3.6 <fording> 

Interim Chemical, Biological, 
Radiological, and Nuclear 
(CBRN) decontamination 
procedures 

   C.5.2.2.3.7 <decon> 

Jamming and Electronic 
Countermeasures (ECM) 
procedures 

   C.5.2.2.3.8 <ecm> 

Degraded operation 
procedures 

   C.5.2.2.3.9 <degraded> 

Decals and instruction plates    C.5.2.2.3.10 <instructplt> 

EMERGENCY WORK PACKAGE    C.5.2.2.4 <emergencywp> 

STOWAGE AND DECAL/DATA 
PLATE GUIDE WORK PACKAGE 

   C.5.2.2.5 <stowagewp> 

ON-VEHICLE EQUIPMENT 
LOADING PLAN WORK 
PACKAGE 

   C.5.2.2.6 <eqploadwp> 

CHAPTER X. 
TROUBLESHOOTING 
MASTER INDEX 

   APPENDIX D 
D.5.4.4 

<tim> 
<masterindexcategory> 

TROUBLESHOOTING INDEX 
WORK PACKAGE 

   D.5.5.5 <tsindxwp> 

CHAPTER X. 
TROUBLESHOOTING 
PROCEDURES 

NOTE 
The notation (*) indicates that at 
least one of the these content 
items shall be included 

 
  

APPENDIX D 
D.5.4.2 

<tim> 
<troublecategory> 

INTRODUCTION WORK 
PACKAGE 

   D.5.5.3 <tsintrowp> 

TROUBLESHOOTING INDEX 
WORK PACKAGE 

   D.5.5.5 <tsindxwp> 

*OPERATIONAL CHECKOUT 
WORK PACKAGES 

   D.5.5.8.3 <opcheckwp> 
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Reference Element Name 
*TROUBLESHOOTING WORK 
PACKAGES 

   D.5.5.8.4 <tswp> 

*COMBINED OPERATIONAL 
CHECKOUT AND 
TROUBLESHOOTING WORK 
PACKAGES 

   D.5.5.8.5 <opcheck-tswp> 

CHAPTER X.  
PMCS 
MAINTENANCE 
INSTRUCTIONS 

NOTE 
PMCS may be in its own chapter or 
may be combined with other 
maintenance work packages in a 
maintenance chapter but not both 
places. 

   APPENDIX E  
E.5.2.1 

<mim> 
<pmcscategory> 

PMCS INTRODUCTION WORK 
PACKAGE 

R 
  

E.5.3.4.1 <pmcsintrowp> 

PMCS, INCLUDING 
LUBRICATION 
INSTRUCTIONS, WORK 
PACKAGE 

R 
  

E.5.3.4.2 <pmcswp> 

CHAPTER X. 
MAINTENANCE 
INSTRUCTIONS 

NOTE 
PMCS is required as a minimum in 
one maintenance chapter.  PMCS 
may be in its own chapter or may be 
combned with other maintenance 
work packages in a maintenance 
chapter but not both places. 

R 
  

APPENDIX E  
E.5.2.2 
E.5.2.3 

<mim> 
<maintenancepmcscategory> 
<maintenancecategory> 

SERVICE UPON RECEIPT 
WORK PACKAGE 
(MAINTAINER LEVEL ONLY) 

P 
  

E.5.3.2 <surwp> 

Service upon receipt tasks P 
  

E.5.3.2.3 <surtsk> 

Siting P   E.5.3.2.3.1 <siting> 

Shelter requirements P   E.5.3.2.3.2 <shltr> 

Service upon receipt of 
materiel 

P 
  

E.5.3.2.3.3 <surmat> 

Installation instructions P 
  

E.5.3.2.3.4 <install> 

Preliminary servicing of 
equipment 

P   E.5.3.2.3.5 <preserv> 
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Reference Element Name 
Preliminary checks and 
adjustment of equipment 

P   E.5.3.2.3.6 <prechkadj> 

Preliminary calibration of 
equipment 

P   E.5.3.2.3.7 <precal> 

Circuit alignment P   E.5.3.2.3.8 <calign> 

Ammunition markings P   E.5.3.2.3.9.1 <mark> 

Classification of defects P   E.5.3.2.3.9.2 <ammo.defect> 

Ammunition handling P   E.5.3.2.3.9.3 <ammo.handling> 

Procedures to activate 
ammunition 

P   E.5.3.2.3.9.4 <arm> 

Additional maintenance task P   E.5.3.2.3.10 <other.surtsk> 

Follow-on maintenance P   E.5.3.2.3.11 <followon.maintsk> 

EQUIPMENT/USER FITTING 
INSTRUCTIONS WORK 
PACKAGE  

   E.5.3.3 <perseqpwp> 

PMCS INTRODUCTION WORK 
PACKAGE 

R   E.5.3.4.1 <pmcsintrowp> 

PMCS WORK PACKAGE R   E.5.3.4.2 <pmcswp> 

MAINTENANCE WORK 
PACKAGES 

 
  

E.5.3.5 <maintwp> 

Maintenance tasks  
  

E.5.3.5.3 <maintsk> 
Inspect      E.5.3.5.3.2 <inspect> 
Test      E.5.3.5.3.3 <test> 
Service       E.5.3.5.3.4 <service> 
Adjust      E.5.3.5.3.5 <adjust> 
Align     E.5.3.5.3.6 <align> 
Calibrate      E.5.3.5.3.7 <calibration> 
Remove      E.5.3.5.3.8 <remove> 
Install      E.5.3.5.3.9 <install> 
Replace      E.5.3.5.3.10 <replace> 
Repair      E.5.3.5.3.11 <repair> 
Paint      E.5.3.5.3.12 <paint> 
Overhaul   P   E.5.3.5.3.13 <overhaul> 
Rebuild   P   E.5.3.5.3.14 <rebuild> 
Lubricate     E.5.3.5.3.15 <lube> 
Mark      E.5.3.5.3.16 <mark> 
Pack     E.5.3.5.3.17 <pack> 
Unpack      E.5.3.5.3.18 <unpack> 
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Preserve      E.5.3.5.3.19 <preserv> 
Prepare for use      E.5.3.5.3.20 <prepforuse> 
Assemble       E.5.3.5.3.21 <assem> 
Disassemble      E.5.3.5.3.22 <disassem> 
Clean     E.5.3.5.3.23 <clean> 
Nondestructive inspection      E.5.3.5.3.24 <ndi> 
Radio interference suppression      E.5.3.5.3.25 <ris> 
Place in service    E.5.3.5.3.26 <pis> 
Towing      E.5.3.5.3.27 <tow> 
Jacking      E.5.3.5.3.28 <jack> 
Parking      E.5.3.5.3.29 <park> 
Mooring      E.5.3.5.3.30 <moor> 
Covering     E.5.3.5.3.31 <cover> 
Hoisting      E.5.3.5.3.32 <hoist> 
Sling loading      E.5.3.5.3.33 <sling> 
External power       E.5.3.5.3.34 <extpwr> 
Preparation for shipment and 
storage  

   E.5.3.5.3.35 <pss> 

Arm      E.5.3.5.3.36 <arm> 
Load     E.5.3.5.3.37 <load> 
Unload      E.5.3.5.3.38 <unload> 
Software maintenance      E.5.3.5.3.39 <softwaremaint> 
Additional maintenance task    E.5.3.5.3.40 <other.maintsk> 

Follow-on maintenance    E.5.3.5.3.41 <followon.maintsk> 

GENERAL MAINTENANCE 
WORK PACKAGE 

   E.5.3.7 <gen.maintwp> 

LUBRICATION INSTRUCTIONS 
WORK PACKAGE 

   E.5.3.8 <lubewp> 

ILLUSTRATED LIST OF 
MANUFACTURED ITEMS 
WORK PACKAGE 
(MAINTAINER LEVEL AND 
ABOVE) 

P   E.5.3.10  

Illustrated list of 
manufactured items 
introduction work package 

P 
  

E.5.3.10.1 <manu_items_introwp> 

Manufacturing procedures 
work package 

P 
  

E.5.3.10.2 <manuwp> 
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TORQUE LIMITS WORK 
PACKAGE (MAINTAINER 
LEVEL AND ABOVE) 

P   E.5.3.11 <torquewp> 

WIRING DIAGRAMS WORK 
PACKAGE (MAINTAINER 
LEVEL AND ABOVE) 

P   E.5.3.12 <wiringwp> 

CHAPTER X. 
AUXILIARY EQUIPMENT 
MAINTENANCE 
INSTRUCTIONS 

   APPENDIX E  
E.5.2.6 

<mim> 
<auxiliarycategory> 

AUXILIARY EQUIPMENT 
MAINTENANCE WORK 
PACKAGE  

   E.5.3.14 <auxeqpwp> 

ILLUSTRATED LIST OF 
MANUFACTURED ITEMS 
WORK PACKAGE 
(MAINTAINER LEVEL AND 
ABOVE) 

P   E.5.3.10  

Illustrated list of 
manufactured items 
introduction work package 

P 
  

E.5.3.10.1 <manu_items_introwp> 

Manufacturing procedures 
work package 

P 
  

E.5.3.10.2 <manuwp> 

TORQUE LIMITS WORK 
PACKAGE (MAINTAINER 
LEVEL AND ABOVE) 

P   E.5.3.11 <torquewp> 

WIRING DIAGRAMS WORK 
PACKAGE (MAINTAINER 
LEVEL AND ABOVE) 

P   E.5.3.12 <wiringwp> 

CHAPTER X. 
AMMUNITION 
MAINTENANCE 
INSTRUCTIONS 

   APPENDIX E 
E.5.2.7 

<mim> 
<ammunitioncategory> 

AMMUNITION MAINTENANCE 
WORK PACKAGE 

   E.5.3.15.1 <ammowp> 

AMMUNITION MARKING 
INFORMATION WORK 
PACKAGE 

   E.5.3.15.2 <ammo.markingwp> 

FOREIGN AMMUNITION 
(NATO) WORK PACKAGE 

   E.5.3.15.3 <natowp> 
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Reference Element Name 
CHAPTER X. 
PARTS INFORMATION 
(-10, -13, -14) 
(-13&P, -14&P) 

 
 

P 
P 

  APPENDIX F <pim> 

INTRODUCTION WORK 
PACKAGE 

P 
  

F.5.3.5 <introwp> 

REPAIR PARTS LIST WORK 
PACKAGE  

P 
  

F.5.3.6 <plwp> 

REPAIR PARTS FOR SPECIAL 
TOOLS WORK PACKAGE  

P   F.5.3.7 <stl_partswp> 

KIT PARTS LIST WORK 
PACKAGE  

P   F.5.3.8 <kitswp> 

BULK ITEM WORK PACKAGE P   F.5.3.9 <bulk_itemswp> 

SPECIAL TOOLS LIST WORK 
PACKAGE  

P   F.5.3.10 <stlwp> 

NSN INDEX WORK PACKAGE  P 
  

F.5.3.11.1 <nsnindxwp> 

P/N INDEX WORK PACKAGE  P 
  

F.5.3.11.2 <pnindxwp> 

REFERENCE DESIGNATOR 
INDEX WORK PACKAGE  

P   F.5.3.11.3 <refdesindxwp> 

CHAPTER X. 
DESTRUCTION OF 
EQUIPMENT TO PREVENT 
ENEMY USE 

NOTE 
If a separate destruction of 
material manual is not 
developed for this equipment, 
then the destruction chapter 
must be included. 

   APPENDIX H <dim> 

DESTRUCTION OF 
EQUIPMENT TO PREVENT 
ENEMY USE INTRODUCTION 
WORK PACKAGE 

R 
  

H.5.3 <destruct-introwp> 

Authority to destroy R 
  

H.5.3.3 <authorize_to_destroy> 

Reporting destruction R 
  

H.5.3.4 <report_destruct> 

General destruction 
information 

R 
  

H.5.3.5 <general_destruct_info> 

Degree of destruction R 
  

H.5.3.6  
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Essential components and 
spare parts 

   H.5.3.7 <component_spares> 

DESTRUCTION OF 
EQUIPMENT TO PREVENT 
ENEMY USE PROCEDURES 
WORK PACKAGE 

R 
  

H.5.4 <destruct-materialwp> 

Parts list    H.5.4.3 <essential_spares> 

Specific destruction procedures R 
  

H.5.4.4 <proc> 

CHAPTER X. 
SUPPORTING INFORMATION 

NOTE 
Applicable supporting 
information work packages shall 
be arranged in the order in 
which they are presented here 
and numbered accordingly. 

R 
  

APPENDIX G <sim> 

REFERENCES WORK PACKAGE R 
  

G.5.2 <refwp> 

INTRODUCTION FOR NON-
AVIATION TWO-LEVEL 
MAINTENANCE MAC WORK 
PACKAGE 

P 
  

G.5.3.1 <macintrowp> 

MAC WORK PACKAGE (NON-
AVIATION TWO-LEVEL) 

P 
  

G.5.3.3 <macwp> 

COMPONENTS OF END ITEM 
(COEI) AND BASIC ISSUE 
ITEMS (BII) LISTS WORK 
PACKAGE 

R 
  

G.5.4 <coeibiiwp> 

ADDITIONAL AUTHORIZATION 
LIST (AAL) WORK PACKAGE 

   G.5.5 <aalwp> 

EXPENDABLE AND DURABLE 
ITEMS LIST WORK PACKAGE 

R 
  

G.5.6 <explistwp> 

TOOL IDENTIFICATION LIST 
WORK PACKAGE 

   G.5.7 <toolidwp> 

MANDATORY REPLACEMENT 
PARTS WORK PACKAGE 

   G.5.8 <mrplwp> 

CRITICAL SAFETY ITEMS 
WORK PACKAGE  

   G.5.9 <csi.wp> 

SUPPORT ITEMS WORK 
PACKAGE 

   G.5.10 <supitemwp> 

ADDITIONAL SUPPORTING 
WORK PACKAGES 

   G.5.11 <genwp> 
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REAR MATTER R 

  
5.2.3 <rear> 

Glossary    5.2.3.1 <glossary> 

Alphabetical index    5.2.3.2 <aindx> 

DA Form 2028 R 
  

5.2.3.3 <da2028> 

Authentication page R 
  

5.2.3.4 <authent> 

Foldout pages    5.2.3.5 <foldsect> 

Back cover R 
  

5.2.3.6 <back> 

Legend 
 R - Required 
 P - Prohibited 
 Shaded - As Required 

 

     

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

TABLE A-IV.  Combined Maintenance and Maintenance with Parts Requirements matrix 
for              

TM Content  
-24 

-24&P 
MIL-STD-40051-2B 

Reference Element Name 
FRONT MATTER 

 
R 5.2.1 <paper.frnt> 

Front cover 
 

R 5.2.1.1 <frntcover> 
(MC) Promulgation letter   5.2.1.3 <promulgation> 
Warning summary  R 5.2.1.4 <warnsum> 
Change transmittal page   5.2.1.5 <chgsheet> 
List of effective pages/work packages  

 
R 5.2.1.6 <loepwp> 

Title page 
 

R 5.2.1.7 <titleblk> 
Table of contents 

 
R 5.2.1.9 <contents> 

How to use this manual 
 

R 5.2.1.10 <howtouse> 
CHAPTER 1. 
GENERAL INFORMATION, 
EQUIPMENT DESCRIPTION, AND 
THEORY OF OPERATION 

 
R APPENDIX B <gim> 

GENERAL INFORMATION WORK 
PACKAGE  

 
R B.5.2 <ginfowp> 

Scope 
 

R B.5.2.3 <scope> 
Maintenance forms, records, and reports 

 
R B.5.2.4 <mfrr> 

Reporting Equipment Improvement 
Recommendations (EIR) 

 
R B.5.2.5 <eir> 

Hand Receipt (HR) information   B.5.2.6 <handreceipt> 
Corrosion Prevention and Control (CPC) 

 
R B.5.2.7 <cpcdata> 

Ozone Depleting Substances (ODS)   B.5.2.8 <odsdata> 
Destruction of Army materiel to prevent 
enemy use 

 
R B.5.2.9 <destructmat> 

Preparation for storage or shipment 
 

R B.5.2.10 <pssref> 
Warranty information   B.5.2.11 <wrntyref> 
Nomenclature cross-reference list   B.5.2.12 <nomenreflist> 
List of abbreviations 

 
R B.5.2.13 <loa> 

Quality of material 
 

R B.5.2.15 <qual.mat.info> 
Safety, care, and handling   B.5.2.16 <sftyinfo> 
Nuclear hardness   B.5.2.17 <hcp> 
Calibration   B.5.2.18 <calref> 
Item unique identification (IUID)   B.5.2.19 <iuid> 
Supporting information for repair parts, 
special tools, TMDE, and support equipment 

  B.5.2.26 <supdata> 

Copyright credit line   B.5.2.27 <copyrt> 
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EQUIPMENT DESCRIPTION AND DATA 
WORK PACKAGE  

 
R B.5.3 <descwp> 

Equipment characteristics, capabilities, and 
features 

 
R B.5.3.3 <eqpinfo> 

Location and description of major 
components 

 
R B.5.3.4 <locdesc> 

Differences between models   B.5.3.5 <eqpdiff> 
Equipment data 

 
R B.5.3.6 <eqpdata> 

THEORY OF OPERATION WORK 
PACKAGE  

 
R B.5.4 <thrywp> 

CHAPTER X. 
TROUBLESHOOTING 
MASTER INDEX 

  APPENDIX D 
D.5.4.4 

<tim> 
<masterindexcat
egory> 

TROUBLESHOOTING INDEX WORK 
PACKAGE 

 
R D.5.5.5 <tsindxwp> 

CHAPTER X. 
TROUBLESHOOTING PROCEDURES 

NOTE 
The notation (*) indicates that at least one of 
the these content items shall be included 

 
R APPENDIX D 

D.5.4.2 
<tim> 
<troublecategor
y> 

INTRODUCTION WORK PACKAGE   D.5.5.3 <tsintrowp> 

TROUBLESHOOTING INDEX WORK 
PACKAGE 

  D.5.5.5 <tsindxwp> 

*OPERATIONAL CHECKOUT WORK 
PACKAGES 

  D.5.5.8.3 <opcheckwp> 

*TROUBLESHOOTING WORK 
PACKAGES 

  D.5.5.8.4 <tswp> 

*COMBINED OPERATIONAL 
CHECKOUT AND TROUBLESHOOTING 
WORK PACKAGES 

  D.5.5.8.5 <opcheck-tswp> 

CHAPTER X.  
PMCS 
MAINTENANCE INSTRUCTIONS 

NOTE 
PMCS may be in its own chapter or may be 
combined with other maintenance work 
packages in a maintenance chapter but not both 
places. 

  APPENDIX E 
E.5.2.1 

<mim> 
<pmcscategory> 

PMCS INTRODUCTION WORK PACKAGE 
 

R E.5.3.4.1 <pmcsintrowp> 

PMCS, INCLUDING LUBRICATION 
INSTRUCTIONS, WORK PACKAGE 

 
R E.5.3.4.2 <pmcswp> 
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CHAPTER X. 
MAINTENANCE INSTRUCTIONS 

NOTE 
NOTE 

PMCS may be in its own chapter or may be 
combned with other maintenance work 
packages in a maintenance chapter but not both 
places. 

 
R APPENDIX E  

E.5.2.2 
E.5.2.3 

<mim> 
<maintenancepmc
scategory> 
<maintenancecat
egory> 

SERVICE UPON RECEIPT WORK 
PACKAGE 

 
R E.5.3.2 <surwp> 

Service upon receipt tasks 
 

R E.5.3.2.3 <surtsk> 
Siting   E.5.3.2.3.1 <siting> 
Shelter requirements   E.5.3.2.3.2 <shltr> 
Service upon receipt of materiel 

 
R E.5.3.2.3.3 <surmat> 

Installation instructions 
 

R E.5.3.2.3.4 <install> 
Preliminary servicing of equipment   E.5.3.2.3.5 <preserv> 
Preliminary checks and adjustment of 
equipment 

  E.5.3.2.3.6 <prechkadj> 

Preliminary calibration of equipment   E.5.3.2.3.7 <precal> 
Circuit alignment   E.5.3.2.3.8 <calign> 
Ammunition markings   E.5.3.2.3.9.1 <mark> 
Classification of defects   E.5.3.2.3.9.2 <ammo.defect> 
Ammunition handling   E.5.3.2.3.9.3 <ammo.handling> 
Procedures to activate ammunition   E.5.3.2.3.9.4 <arm> 
Additional service upon receipt task   E.5.3.2.3.10 <other.surtsk> 
Follow-on maintenance   E.5.3.2.3.11 <followon.maint

sk> 
EQUIPMENT/USER FITTING 
INSTRUCTIONS WORK PACKAGE  

  E.5.3.3 <perseqpwp> 

PMCS INTRODUCTION WORK PACKAGE   E.5.3.4.1 <pmcsintrowp> 

PMCS WORK PACKAGE   E.5.3.4.2 <pmcswp> 

MAINTENANCE WORK PACKAGES 
 

R E.5.3.5 <maintwp> 
Maintenance tasks 

 
R E.5.3.5.3 <maintsk> 

Inspect     E.5.3.5.3.2 <inspect> 
Test     E.5.3.5.3.3 <test> 
Service      E.5.3.5.3.4 <service> 
Adjust     E.5.3.5.3.5 <adjust> 
Align    E.5.3.5.3.6 <align> 
Calibrate     E.5.3.5.3.7 <calibration> 
Remove     E.5.3.5.3.8 <remove> 
Install     E.5.3.5.3.9 <install> 
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Replace     E.5.3.5.3.10 <replace> 
Repair     E.5.3.5.3.11 <repair> 
Paint     E.5.3.5.3.12 <paint> 
Overhaul     E.5.3.5.3.13 <overhaul> 
Rebuild     E.5.3.5.3.14 <rebuild> 
Lubricate    E.5.3.5.3.15 <lube> 
Mark     E.5.3.5.3.16 <mark> 
Pack    E.5.3.5.3.17 <pack> 
Unpack     E.5.3.5.3.18 <unpack> 
Preserve     E.5.3.5.3.19 <preserv> 
Prepare for use     E.5.3.5.3.20 <prepforuse> 
Assemble      E.5.3.5.3.21 <assem> 
Disassemble     E.5.3.5.3.22 <disassem> 
Clean    E.5.3.5.3.23 <clean> 
Nondestructive inspection     E.5.3.5.3.24 <ndi> 
Radio interference suppression     E.5.3.5.3.25 <ris> 
Place in service   E.5.3.5.3.26 <pis> 
Towing     E.5.3.5.3.27 <tow> 
Jacking     E.5.3.5.3.28 <jack> 
Parking     E.5.3.5.3.29 <park> 
Mooring     E.5.3.5.3.30 <moor> 
Covering    E.5.3.5.3.31 <cover> 
Hoisting     E.5.3.5.3.32 <hoist> 
Sling loading     E.5.3.5.3.33 <sling> 
External power      E.5.3.5.3.34 <extpwr> 
Preparation for shipment and storage    E.5.3.5.3.35 <pss> 
Arm     E.5.3.5.3.36 <arm> 
Load    E.5.3.5.3.37 <load> 
Unload     E.5.3.5.3.38 <unload> 
Software maintenance     E.5.3.5.3.39 <softwaremaint> 
Additional maintenance task   E.5.3.5.3.40 <other.maintsk> 
Follow-on maintenance   E.5.3.5.3.41 <followon.maint

sk> 
GENERAL MAINTENANCE WORK 
PACKAGE 

  E.5.3.7 <gen.maintwp> 

LUBRICATION INSTRUCTIONS WORK 
PACKAGE 

  E.5.3.8 <lubewp> 

ILLUSTRATED LIST OF 
MANUFACTURED ITEMS WORK 
PACKAGE 

  E.5.3.10  
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Illustrated list of manufactured items 
introduction work package 

 
R E.5.3.10.1 <manu_items_int

rowp> 
Manufacturing procedures work package 

 
R E.5.3.10.2 <manuwp> 

TORQUE LIMITS WORK PACKAGE    E.5.3.10.2 <torquewp> 

WIRING DIAGRAMS WORK PACKAGE    E.5.3.11 <wiringwp> 

CHAPTER X. 
AUXILIARY EQUIPMENT 
MAINTENANCE INSTRUCTIONS 

  APPENDIX E 
E.5.2.6 

<mim> 
<auxiliarycateg
ory> 

AUXILIARY EQUIPMENT 
MAINTENANCE WORK PACKAGE  

  E.5.3.14 <auxeqpwp> 

ILLUSTRATED LIST OF 
MANUFACTURED ITEMS WORK 
PACKAGE 

  E.5.3.10  

Illustrated list of manufactured items 
introduction work package 

 
R E.5.3.10.1 <manu_items_int

rowp> 
Manufacturing procedures work package 

 
R E.5.3.10.2 <manuwp> 

TORQUE LIMITS WORK PACKAGE   E.5.3.11 <torquewp> 

WIRING DIAGRAMS WORK PACKAGE   E.5.3.12 <wiringwp> 

CHAPTER X. 
AMMUNITION 
MAINTENANCE INSTRUCTIONS 

  APPENDIX E  
E.5.2.7 

<mim> 
<ammunitioncate
gory> 

AMMUNITION MAINTENANCE WORK 
PACKAGE 

  E.5.3.15.1 <ammowp> 

AMMUNITION MARKING 
INFORMATION WORK PACKAGE 

  E.5.3.15.2 <ammo.markingwp
> 

FOREIGN AMMUNITION (NATO) WORK 
PACKAGE 

  E.5.3.15.3 <natowp> 

CHAPTER X. 
PARTS INFORMATION 
(–23, –24) 
(–23&P, –24&P) 

  
 

P 
R 

APPENDIX F <pim> 

INTRODUCTION WORK PACKAGE 
 

R F.5.3.5 <introwp> 

REPAIR PARTS LIST WORK PACKAGE  
 

R F.5.3.6 <plwp> 

REPAIR PARTS FOR SPECIAL TOOLS 
WORK PACKAGE  

  F.5.3.7 <stl_partswp> 

KIT PARTS LIST WORK PACKAGE    F.5.3.8 <kitswp> 

BULK ITEM WORK PACKAGE   F.5.3.9 <bulk_itemswp> 

SPECIAL TOOLS LIST WORK PACKAGE    F.5.3.10 <stlwp> 

NSN INDEX WORK PACKAGE  
 

R F.5.3.11.1 <nsnindxwp> 



MIL-STD 40051-2A Requirement Matrix for Page Based 

TABLE A-IV.  Combined Maintenance and Maintenance with Parts Requirements matrix 
for              

TM Content  
-24 

-24&P 
MIL-STD-40051-2B 

Reference Element Name 
P/N INDEX WORK PACKAGE  

 
R F.5.3.11.2 <pnindxwp> 

REFERENCE DESIGNATOR INDEX 
WORK PACKAGE  

  F.5.3.11.3 <refdesindxwp> 

CHAPTER X. 
DESTRUCTION OF EQUIPMENT TO 
PREVENT ENEMY USE 

NOTE 
If a separate destruction of material manual 
is not developed for this equipment, then the 
destruction chapter must be included. 

  APPENDIX H <dim> 

DESTRUCTION OF EQUIPMENT TO 
PREVENT ENEMY USE INTRODUCTION 
WORK PACKAGE 

 R 
H.5.3 <destruct-introwp> 

Authority to destroy  R H.5.3.3 <authorize_to_destro
y> 

Reporting destruction  R H.5.3.4 <report_destruct> 

General destruction information  R H.5.3.5 <general_destruct_in
fo> 

Degree of destruction  R H.5.3.6  

Essential components and spare parts   H.5.3.7 <component_spares> 

DESTRUCTION OF EQUIPMENT TO 
PREVENT ENEMY USE PROCEDURES WORK 
PACKAGE 

 R 
H.5.4 <destruct-

materialwp> 

Parts list   H.5.4.3 <essential_spares> 

Specific destruction procedures  R H.5.4.4 <proc> 

CHAPTER X. 
SUPPORTING INFORMATION 

NOTE 
Applicable supporting information work 
packages shall be arranged in the order in 
which they are presented here and numbered 
accordingly. 

 
R APPENDIX G <sim> 

REFERENCES WORK PACKAGE 
 

R G.5.2 <refwp> 

INTRODUCTION FOR NON-AVIATION TWO-
LEVEL MAC WORK PACKAGE 

 
R G.5.3.1  <macintrowp> 

NON-AVIATION TWO-LEVEL MAC WORK 
PACKAGE 

 
R G.5.3.3 <macwp> 

EXPENDABLE AND DURABLE ITEMS WORK 
PACKAGE 

 
R G.5.6 <explistwp> 

TOOL IDENTIFICATION LIST WORK 
PACKAGE 

  G.5.7 <toolidwp> 

MANDATORY REPLACEMENT PARTS WORK 
PACKAGE 

  G.5.8 <mrplwp> 

CRITICAL SAFETY ITEMS WORK PACKAGE    G.5.9 <csi.wp> 



 
 

TABLE A-IV.  Combined Maintenance and Maintenance with Parts Requirements matrix 
for              

TM Content  
-24 

-24&P 
MIL-STD-40051-2B 

Reference Element Name 
SUPPORT ITEMS WORK PACKAGE   G.5.10 <supitemwp> 

ADDITIONAL SUPPORTING WORK 
PACKAGES 

  G.5.11 <genwp> 

REAR MATTER 
 

R 5.2.3 <rear> 

Glossary   5.2.3.1 <glossary> 

Alphabetical index   5.2.3.2 <aindx> 

DA Form 2028 
 

R 5.2.3.3 <da2028> 

Authentication page 
 

R 5.2.3.4 <authent> 

Foldout pages   5.2.3.5 <foldsect> 

Back cover 
 

R 5.2.3.6 <back> 

 

Legend 
 R - Required 
 P - Prohibited 
 Shaded - As Required 
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6. REQUIRING OFFICE

SOW PARA 3.4.4.2

5. CONTRACT REFERENCE

DI-TMSS-81819A

4. AUTHORITY (Data Acquisition Document No.)

3. SUBTITLE

Validation CertificateTechnical Manual Validation Certificate

2. TITLE OF THE DATA ITEM

C00K

1. DATA ITEM NO.

F. CONTRACTOR
W900KK-16-R-XXXX

E. CONTRACT/PR NO.
IMTS for STOC II

D. SYSTEM/ITEM

TDP

C. CATEGORY

TM OTHER TMSS
B. EXHIBITA. CONTRACT LINE ITEM NO.

The public reporting burden for this collection of information is estimated to average 110 hours per response, including the time for reviewing instructions, searching
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burden estimate or any other aspect of this collection of information, including suggestions for reducing this burden, to the Department of Defense, Executive
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ACCEPTANCE TEST.  THE GOVERNMENT HAS 10 WORKING DAYS TO REVIEW
AND ACCCEPT OR REJECT WITH COMMENTS. THE CONTRACTOR HAS 5
WORKING DAYS TO INCORPORATE COMMENTS AND RESUBMIT.

3. BLOCK 14: A REPRODUCIBLE COPY SHALL BE DELIVERED IN THE
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